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As truck traffic continues to gain in volume and in tonnage of freight 
hauled, the frequency of heavy axle loads is increasing at an accelerated rate 
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Axle-Load and Gross-Load Trends 






BY THE HIGHWAY TRANSPORT RESEARCH BRANCH 





East of the Rockies, about one-third of the commercial vehicles (exclusive 
of light trucks) are three- and four-axle tractor-truck semitrailer combi- 


nations. 


They carry two-thirds of the tonnage hauled, and are responsi- 


ble for almost all of the heavy axle loads. 


” the period beginning toward the close of 
World War I, much was said about the 
damage being done to improved highways by 
the heavily laden trucks that were then com- 
ing into general use. For example, in the 
First Biennial Report of the California High- 
way Commission, issued in 1918, we find this 
statement: 
“The present State highways are 
being subjected to constant abuse by 
too heavily loaded trucks and other 
agencies. The statute books of 
California already contain sufficient 
legislation to regulate and penalize 
these violations, but the delinquency 
lies in the enforcement of these laws.”’ 


However, a survey made in California? in 
1920 did not reveal any loads that we would 
regard as heavy today. Of a total of 219 
motortrucks weighed at five locations, there 
were only 33 with a capacity of 3 tons or 
more, and the average gross weight of these 
was 14,640 pounds. The average rear axle 
weight was only 9,889 pounds, but the load 
was generally on solid tires, which were more 
damaging to the highway than are the pneu- 
matic tires of today. 

In surveys made in Vermont,? New Hamp- 


'This paper was presented at the twenty-ninth annual 
Meeting of the Highway Research Board in Washington, 
D. C., December 16, 1949. 

* Report of a Study of the California Highway System, by 
the U. S. Bureau of Public Roads, to the California Highway 
Commission and Highway Engineer; 1920. 

§ Report of a Survey of Transportation on the State Highways 
of Vermont, by the Bureau of Public Roads, U. 8S. Depart- 
ment of Agriculture, and the Vermont State Highway 
Depirtment, 1927. 
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shire,* and Ohio,’ in 1926 and 1927, no gross 
weights were found as great as 25,000 pounds, 
and no axle loads as great as 18,000 pounds. 


4 Report of a Survey of Transportation on the State Highways 
of New Hampshire, by the Bureau of Public Roads, U. S. 
Department of Agriculture, and the New Hampshire State 
Highway Department, 1927. 

5 Report of a Survey of Transpertation on the State Highway 
System of Ohio, by the Bureau of Public Roads, U. S. De- 
partment of Agriculture, and the Ohio Department of 
Highways and Public Works, 1927. 
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Reported ' by JOHN T. LYNCH, Chief, 
Planning Surveys Section 


and T. B. DIMMICK, Head, 
Current Data Analysis Unit 


In a 1926 survey in Connecticut,* however, 
almost 1 percent of the 82,738 trucks observed 
weighed over 25,000 pounds gross, and they 
were so loaded that the average rear axle 
weight was 18,500 pounds. There was one 
gross load of 30,400 pounds with a rear axle 
weight of 25,500 pounds. 

A survey in Cook County, IIIL.,’ (adjacent 
to the city of Chicago) in 1925, revealed some 
surprisingly heavy axle loads. At 5 of the 
17 stations operated, rear axles weighing 
17,500 pounds or more were found on from 
2 to 14 percent of the loaded vehicles. There 
were several axle loads over 30,000 pounds 
and one as high as 36,000 pounds and these 
loads were principally on solid tires. In the 
majority of these cases the load was brick or 
cement. Figure 1 shows a heavy truck used 
at that time. 


6 Report of a Survey of Transportation on the State Highway 
System of Connecticut, by the Bureau of Publie Roads, U. 8. 
Department of Agriculture, and the Connecticut State 
Highway Department, 1926. 

7 Report of a Study of Highway Traffic and the Highway 
System of Cook County, Illincis, by the U. S. Bureau of 
Publie Roads and the Cook County Highway Department, 
1925. 


Some 30 years ago there was great concern about the damage being done to 
improved highways by what were then considered as heavily laden trucks. 
With the replacement of solid rubber by pneumatic tires, the introduction of 
legal limitation of sizes and weights of vehicles, resulting in wider use of 
vehicle combinations with multiple axles, and the construction of thicker 
pavements in the great road-building era beginning in the 1920’s, the earlier 
concern was forgotten. By 1931 the loads carried on the highways were 
rarely heavy enough to overtax their structural capacity. . 

The State-wide highway planning surveys provided the first Nation-wide 
data on frequency of heavy loads for the 1936-37 period, and have annually 
collected such data beginning in 1942. The information, presented in this 
article, shows how rapidly the frequencies of heavy loads have increased in 
recent years. In the 1936-37 period, gross loads of 40,000 pounds or more 
amounted to only about 1 percent of the total number of commercial vehicles 
on the highways. By 1942 this frequency had tripled, and by 1948 had again 
doubled. Frequency of heavy axle loads shows a similar rise. But, since 
the number of trucks has also increased greatly, the total number of heavy 
axle loads found on the highways in 1948 was eighteen times the number in 
the 1936-37 period, and the rate of increase appears to be accelerating rapidly. 

A study of heavy load frequencies by regions indicates that the most favor- 
able situation exists in the Western regions, where legal limitation of 50 feet 
or more in length permits advantageous distribution of heavy loads on vehicle 
combinations with five or more axles. In the remainder of the country, 
where the length is limited to 45 feet in most States, vehicles with more than 
four axles are little used, and three- and four-axle combinations carry the ° 
bulk of the highway tonnage. It is these two types that have the highest 
frequency of heavy axle loads. 

Legal limitation of axle loads, with effective enforcement, seems to be the 
only way our pavements can be protected. Somewhat less-stringent length 


limits would encourage wider use of vehicle combinations that spread the 
load over a sufficient number of axles, thus permitting reasonable increases 
in pay loads 









It seems probable that the stations in the 
Cook County survey were so located as to 
intercept exceptionally heavy hauling, for Mr. 
Frank T. Sheets, Chief Highway Engineer for 
Illinois, said in February 1926 that the per- 
centage of trucks around Chicago which 
exceeded the legal axle-load limit of 16,000 
pounds was small.’ Certainly there is no 
evidence that heavy loads comparable to those 
weighed in Cook County were to be found in 
appreciable numbers outside the Chicago area. 


Regulation of Sizes and Weights 


Laws governing the sizes and weights of 
motor vehicles were in effect in most States at 
that time. Fifteen States passed such laws 
prior to 1919, and by 1927 all of the States 
except Kansas and Montana had legal limita- 
tions on sizes and weights.® Kansas passed 
its first limitation act in 1929 and Montana in 
1931. In most States the laws have been 
changed many times since they were first 
enacted, but the weight limits have remained 
largely within the ranges of 8,000-9,500 
pounds per wheel for States limiting wheel 





8 Traffic control and the regulation of overloading of motor- 
trucks, by Frank T. Sheets; Proceedings of the Twelfth 
Annual Conference of Highway Engineering, University of 
Michigan, 1926, p. 85. 

* Federal Regulation of the Sizes and Weight of Motor Vehi- 
cles, report of the Interstate Commerce Commission, Aug. 
14, 1941. House Doc. No. 354, 77th Cong., Ist Sess., pp. 63-66. 


Figure 1.—A typical heavy truck circa 1920. 


loads and 16,000—22,400 pounds per axle for 
States limiting axle loads. The cumulative 
effect of these laws over the years has been to 
promote increasingly wider use of vehicle 
combinations with the load spread over a 
number of axles. 

In addition to limiting weights, fees were 
increased for vehicles with solid tires, thus 
hastening the change-over to pneumatics and 
lessening road damage—for it was the impact 
of solid tires on the macadam roads and on 
the narrow concrete pavements with relatively 
thin edges prevailing at that time that was 
principally responsible for the damage during 
the first World War and in the years immedi- 
ately following. Many of the early concrete 
roads had uniform slab thicknesses of only 6 
inches or even 4 inches. Following the Bates 
Road Test in 1921, thickened edges of 7 
inches, 8 inches, and 9 inches became preva- 
lent. More recently, slabs of uniform thick- 
ness of 8 inches and 9 inches have been con- 
structed by many States; !! and several States, 





10 The highways of the country and the burden they must carry, 
a symposium of eight articles; PUBLIC RoaADs, vol. 1, No. 2, 
June 1918. 

11 Design details of structural features of concrete pavemcnts as 
practiced by the various State highway departments in 1946, by 
T. J. Kauer; Report of Committee on Concrete Pavement 
Design, American Road Builders’ Association Technical 
Bulletin No. 121, 1947; pp. 48-49. Also, Comments on concrete 
road design, Engineering-News Record, Nov. 15, 1934; pp. 
618-619. 


including New Jersey, where heavy axle loa 
are particularly frequent, have used a 10-ir 
uniform thickness. 

Thus, the problem of heavy loads yw 
attacked from three angles: legal limitati: 
vehicle design, and pavement design. | 
1931 the loads carried on the highways wee 
rarely heavy enough to overtax their stru-- 
tural capacity, and Commissioner Mav- 
Donald made the following statement (whi«h 
has been quoted recently by those interest: d 
in obtaining higher axle-load limits): ‘The 
roads are more destroyed really by climatic 
and soil conditions than they are by any use 
that is made of them.” How greatly heavy 
axle-load frequencies of today exceed those 
prevailing at the time that statement wa 
made will be shown in the data presented in 
this paper. 


a 


A 


a7) 


First Comprehensive Data Obtained 
in 1936-37 


Our present large investment in roadway 
pavements makes it impracticable for us to 
provide for greater loads by increasing pave- 
ment thicknesses on any but a small fraction 
of our improved road mileage. There remain 
then only vehicle regulation and vehicle design 
as effective means of protecting our roadway 
plant from excessive loads. 

The State-wide highway planning surveys, 
which were started in 1935, gave for the first 
time Nation-wide comprehensive data from 
which accurate determination could be made 
of the frequency of occurrence of heavy gross 
loads and heavy axle loads on our highways.” 
Nearly all of the States conducted truck- 
weighing operations in 1936 or 1937, although 
a few did not do so until a year or two later. 

Figure 2 shows the situation at that time 
with regard to heavy gross loads. The 
heights of the bars indicate the number of 
gross loads of 40,000 pounds or more per 1,000 
commercial vehicles on the _ highways, in- 
cluding both loaded and empties, in each of 
the census regions. In the Pacific region, 47 
out of each 1,000 vehicles passing the weighing 
stations had a gross load of 40,000 pounds or 
more. In the remainder of the United States, 
loads as heavy as 40,000 pounds were com- 
paratively infrequent and amounted to more 
than 10 per 1,000 vehicles, or 1 percent, in 
only three regions—the Middle Atlantic, the 
New England, and the East North Central. 





12 Amount and characteristics of trucking on rural roads, by 
J. T. Lynch and T. B. Dimmick; PuBLic Roaps, vol. 23, No. 
9, July-Aug.-Sept. 1943. 
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Figure 2.—Frequency of gross loads of 40,000 pounds or more, per 
1,000 vehicles, by regions, in 1936-37. 
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Figure 3.—Frequenc: 
1,000 vehicles, by regions, in 1936-37. 
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Figure 4.—Frequency of gross loads of 40,000 pounds or more, per 
1,000 vehicles, by years. 
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Figure 5.—Frequency of axle loads of 20,000 pounds or more, per 
1,000 vehicles, by years. 


Figure 3 shows the frequency of occur- 
rence of heavy axle loads of 20,000 pounds or 
more in the different regions at the time of 
the 1936-37 surveys. Only in the New 
England and Middle Atlantic regions were 
axle loads as great as 20,000 pounds found in 
appreciable numbers—the frequency of axle 
loads of this magnitude in these two regions 


the frequency of heavy axle loads, over the 
years. Since 1945, however, this tendency 
has been reversed, and heavy axle loads are 
increasing in frequency faster than heavy 
gross loads. For each 1,000 vehicles passing 
over the highways there were, in 1945, 5.3 
times the number of gross loads of 40,000 
pounds or more than there were in the 1936-37 


period (fig. 4), compared to 4.6 times the 
number of axle loads of 20,000 pounds or more 
found in the earlier period (fig. 5). In the 
3 vears from 1945 to 1948, however, the heavy 
axle-load frequency increased 91 percent, 
compared to an increase of only 32 percent 
for the heavy gross load frequency. The 
reason for this reversal can most likely be 


being approximately 20 for each 1,000 com- 
mercial vehicles, loaded and empty. 

Following the original collection of weight 
data by the highway planning surveys in the 
1936-37 period, only fragmentary data con- 
cerning truck weights were obtained until 
1942, when the increased loading because of 
World War II activities began to cause some 
concern. In that year and in each year since 
then data which give a clear indication of 
trends have been obtained at a number of 
representative stations, operated for 8 hours 
in the summer in practically all of the States. 
The number of trucks weighed each year in 
these repeat surveys has ranged from about 
50,000 to over 100,000. 


Increase in Frequency of Heavy Gross 


Loads and Heavy Axle Loads 


Figure 4 shows the steady increase in fre- 
quency of heavy gross loads since the 1936-37 
surveys. In 1942, the first year of the war, 
gross loads of 40,000 pounds or more were 
about three times as frequent as in the pre- 
war period. At the close of the war the 
frequency of gross loads did not decline 
(except slightly in 1947) but continued to 
increase, so that in 1948 gross loads of 40,000 
pounds or more were more than twice as 
frequent as in 1942, and seven times as 
frequent as in the 1936-37 period. 

The long-range tendency over the years has 
been to spread the load over more axles, thus 
permitting large increases in gross loads with- 
out corresponding increases in axle loads. At 
the time of the early surveys (1926-27), men- 
tioned in the first part of this paper, only 
two-axle vehicles were in general use. Gross 
load was only from one-fourth to one-half 
greater than the maximum axle load. In the 
recent surveys, on the other hand, it has been 
found that the gross load averaged about 
twice the maximum axle load for vehicles of 
all types, and nearly three times the maximum 
axle load for combinations, which are the 
vehicles carrying the heaviest loads. 

It naturally follows that the frequency of 
heavy gross loads has increased faster than 
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A 1924-vintage tractor-semitrailer, probably one of the earliest of this type. 








Note the 
center wheels on the rear axle. 





ie ats Me ae 


A dual-tire, three-axle truck. 
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Figure 6.—Relative total number of axle loads of 20,000 pounds or more, 
1942-48, using the number in 1936-37 as an index of 100. 


found in legal length limitations, in effect 
over much of the country, which effectively 
discourage the use of vehicles with five or 
more axles. While, in earlier years, the 
increased gross loads were spread over an 
increasing number of axles, this tendency has 
been stopped at four axles in many States 
and increases in gross loads can now only be 
accomplished by increases in axle loads. 


In 1948, the number of axle loads of 20,000 
pounds or more in each 1,000 vehicles passing 
over the highways was approximately 9 times 
the number in the 1936-37 period. This tells 
only part of the story, however, because the 
number of trucks on the highways almost 
doubled during this time. Figure 6 compares 
the relative number of axle loads of 20.000 
pounds or more found on the highways each 
year from 1942 to 1948 with the number 
found in the 1936-37 period used as an index 
of 100. In 1948, our highways were being 
subjected to approximately 18 times as many 
axle loads of 20,000 pounds or more as they 
were in 1936-37. It is plain, therefore, that 
Mr. MacDonald’s statement made in 1931 
does not apply to the conditions we find 
today. The alarming thing about the picture 
presented in figure 6 is that the rate of increase 
of the absolute number of heavy axle loads 


appears to be accelerating rapidly. 


2-year period from 1946 to 


In the 
1948, the number 


of axle loads in excess of 20,000 pounds more 
than doubled, which is a greater rate of in- 
crease than was found in any previous 2-year 


period. 





Regional Variation in Frequency ; 
Heavy Loads 


Figure 7 shows the frequency of gross lo: ds 
of 40,000 pounds or more in 1948, by regic:is, 
The Pacific region still had the highest ire 
quency of loads of this magnitude, but te 
use of heavy vehicles in the East North C: :- 
tral and Middle Atlantic regions had increa:d 
to such an extent that the frequency of occ. r- 
rence of gross loads of 40,000 pounds or m: re 
was greater than 100 in each 1,000 vehicle: — 
not much below the frequency of 127 jer 
1,000 vehicles in the Pacific region. 

Figure 8 shows the frequency of heavy axle 
loads in 1948, by regions. Data from all of 
the States except Pennsylvania, Florida, 
Wyoming, and Oregon are included. The 
Middle Atlantic region had by far the greatest 
frequency, there being in this region 153 axle 
loads weighing 20,000 pounds or more for 
each 1,000 trucks or truck combinations of all 
types (including panels and pick-ups), both 
loaded and empty. Since Pennsylvania data 
are missing for 1948, the height of the bar for 
the Middle Atlantic region actually reflects 
conditions in New York and New Jersey. 


COLUMBIA MOTOR SERVICE Co. 


A three-axle tractor-semitrailer combination. 











S 
S 











NUMBER PER 1,000 VEHICLES 
© 
° 


40 





N 


West 
Pacific Mountain North 
Central Central Central Central 


West 
South 


East 
North 


East 
South 


Figure 7.—Frequency of gross loads of 40,000 pounds or more, 
per 1,000 vehicles, by regions, in 1948. 
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Figure 8.—Frequency of axle loads of 20,000 pounds or more, per 


1,000 vehicles, by regions, in 1948. 
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“he laws in these States, as well as in several 
cther Eastern States, have the effect of en- 
couraging heavy axle loads. 

New England, with about 69 axle loads of 
20,000 pounds or more for each 1,000 vehicles, 
had the second highest frequency. It will 
be noted that the Pacific region, which had 
the greatest frequency of heavy gross loads 
(fig. 7), had the lowest frequency of heavy 
axle loads, there being only 7 axle loads as 
great as 20,000 pounds for each 1,000 vehicles 
observed in this region. 

Figure 9 shows the frequency of heavy axle 
loads in the 10 States in which axle loads of 
20,000 pounds or more occurred more fre- 
quently than 50 per 1,000 vehicles, arranged 
in order of frequency of occurrence. New 
Jersey, with 239 axle loads of 20,000 pounds 
or more, of which 165 weighed 22,000 pounds 
or more, in each 1,000 commercial vehicles, 
had the greatest frequency. There is no 
specific axle-load limit in New Jersey, the 
weight permitted on an axle being determined 
by the size and number of tires. Evidently 
the tire criterion does not serve to limit axle 
loads greatly, since a number of axle loads 
exceeding 30,000 pounds were recorded in the 
survey, and there was one axle load of 40,100 
pounds, 





A four-axle auto transporter. 


The nine States having the greatest fre- 
quency of heavy axle loads are all along the 
Atlantic seaboard. The tenth State, Ohio, 
with an 18,000-pound axle load limit, had 58 
axle loads in excess of 20,000 pounds for each 
1,000 vehicles observed. 

















AXLE 
STATE goon NUMBER PER 1,000 VEHICLES 
(Pounds) 50 100 150 200 250 
NEW JERSEY NONE a 
‘| DELAWARE 20,000 J 
NEW YORK 22,400 
RHODE ISLAND —_| 22,400 
CONNECTICUT —_| 22,400 
NEW HAMPSHIRE | NONE 
SOUTH CAROLINA | 20,000 LEGEND 
MARYLAND 22,400 22,000 sh 20,000 #5 
OR MORES OR MORE 
MASSACHUSETTS | 22,400 : 
OHIO 18,000 



































Figure 9.—Frequency of axle loads of 20,000 pounds or more and of 22,000 
pounds or more, per 1,000 vehicles, in the 10 States with highest fre- 


quencies, in 1948. 





A four-axle combination vehicle, widely 
United States. 
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used throughout the 


Frequency of Heavy Axle Loads De- 
pendent on Types of Vehicles Used 


The frequeney of occurrence of heavy axle 
loads in the different States is dependent upon 
the types of vehicles used, es well as upon the 
legal axle load limitation. The usage of the 
different vehicle types, in turn, is dependent 
to a considerable extent upon the legal length 
and other limitations. The legal limitations 
affecting axle loads and vehicle lengths vary 
throughout the country but are fairly uniform 
in the Mountain and Pacific regions. In these 
regions there is an axle load limit of 18,000 
pounds throughout and no State has a legal 
length limit for tractor-truck and semitrailer 
combinations of less than 50 feet. The 50-foot 
limit applies in Oregon, and all of the other 
States in the two regions permit lengths of 
60 feet or more. Throughout the remainder 
of the country most of the States have length 
limits of 45 feet for tractor-truck and semi- 
trailer combinations, and this limit has a 
definite bearing on the type of vehicle used. 

Figure 10 shows the frequency distribution 
of vehicles of different types for the Mountain 
and Pacific regions combined, and for the re- 
mainder of the United States. Panels and 
pick-ups and other light, two-axle, single-tire 
trucks of similar character are excluded from 





A five-axle combination vehicle, popular in the western part of 
the country. 
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this distribution. In both sections of the 
country the two-axle, dual-tire trucks consti- 
tute approximately one-half of the total, and 
in the Mountain and Pacific regions the re- 
maining vehicles are rather evenly distributed 
among a number of different types, with the 
five-axle tractor-truck and semitrailer combi- 
nation predominating. In the Central and 
Eastern regions the number of vehicles with 
more than four axles is minute and the three- 
axle tractor-truck semitrailer combination 
type constitutes almost one-third of the total. 

Although the dual-tire, two-axle, single-unit 
truck is most frequent n occurrence, it does 
not carry the greatest pay-load tonnage. This 
is shown in figure 11, which gives the percent- 
age of the total pay-load tonnage hauled by 
vehicles of different types. In the Mountain 
and Pacific regions the five-axle tractor-truck 
and semitrailer combination carries a higher 
percentage of the pay-load tonnage than any 
other type of vehicle, whereas in the remainder 
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A six-axle tractor-semitrailer combination. 
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Figure 10.—Percentage distribution of vehicles of various types (exciusive 
of two-axle, single-tire vehicles) in the West and in the remainder of 


the United States, in 1948. 
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Figure 11.—Proportion of tonnage hauled by vehicles of various types 
(exclusive of two-axle, single-tire vehicles) in the West and in the 


remainder of the United States, in 1948. 






of the United States it is the three-axle tractor- 
truck and semitrailer combination which car- 
ries the bulk of the tonnage. 

Figure 12 shows the average gross load and 
the average pay load for vehicles of different 
types, for the United States as a whole. The 
five-axle tractor-truck and semitrailer combi- 
nation has a slightly higher average pay load 
than any other type of vehicle, although the 
group of tractor-truck and full trailer combi- 
nations with six or more axles has the highest 
gross load. 

Figure 13 shows the frequency of heavy axle 
loads for the vehicles of different types. Since 
there are significant differences between the 
Eastern and Central regions as regards fre- 
quency of heavy axle loads, largely because of 
differences in State laws, these groups of re- 
gions, as well as the Western group, are shown 
separately in this chart. 

In all the regions it is the four-axle tractor- 
truck and semitrailer combination that has 
the greatest frequency of heavy axle loads. 
In the Eastern regions almost half of these 
vehicles, including both loaded and empties, 
have an axle load weighing 20,000 pounds or 
more, whereas in the Western regions less than 
10 percent of them have axle loads of this magni- 
tude. Almost invariably it is the rear axle of 
the tractor that has the heaviest load. It is 
easy to see why this should be so, because any 
uniform loading would tend to overload this 
axle unless the dual axles at the rear of the 
semitrailer were placed well forward, and such 
an arrangement would frequently cause viola- 
tion of the axle-group loading regulations in 
effect in many States. 

In figure 14 the amount of pay load carried 
is taken into consideration. Here the fre- 
quency of axle loads of 20,000 pounds or more 
per 1,000 tons of pay load is shown. On this 
basis it is the three-axle tractor-truck and 
semitrailer combination that has the highest 
frequency of heavy axle loads in the Eastern 
and Western regions, while the four-axle trac- 
tor-truck and semitrailer combination contin- 
ues to hold first place in the Central regions. 
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trailer combination that prevails throughout 
most of this area. The average wheel-base 








Yj | LEGEND 

F - la__| | The failure to make use of this five-axle 

} a . ‘ " 
| combination type in the Central and Eastern 
. a eas a | Pay ell at — | regions has been ee by some to rg 
comings in operating characteristics of the 
: abies = 4 | vehicle Pathe but any such difficulties do not 
4 o Oo OO | | appear to be sufficiently great to restrict the 
l I | usage in the West. A more evident reason for 
5 oOo 00 oO | the searcity of this type of vehicle throughout 
| the Central and Eastern States is the 45-foot 
4 So oo f Li | length limitation for tractor-truck and semi- 
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I , — 
6 YU intial length for a five-axle, tractor-truck and 
one . = 69S W)otéls=—!!’- | semitrailer combination, over the whole 
0 10,000 20,000 30,000 40,000 50,000 60,000 United States, was 43.4 feet from center of 
POUNDS front wheel to center of rear wheel. Obviously 
c ; : the over-all length of the vehicle, including the 
- Figure rary ti perc a a aperedion eA 3) rag od a overhang, front and rear, would have to be 
oP or : , . . . ereater than 45 feet with this length of wheel 
‘ esti base. The two-axle tractor-truck with two- 
UMBER VEHICL , ‘ : a 
axle semitrailer, on the other hand, which is 
OF TYPE WESTERN REGIONS CENTRAL REGIONS EASTERN REGIONS pacnireunomieens. Smt deovnnytrarcanstsitie ats 
AXLES EXAMPLE one of the principal offenders as regards heavy 
; axle loads, had an average wheel-base length 
T- 2 roe} | of 34.1 feet, which permits a vehicle length 
r= well within the 45-foot limitation. 
3 a 50 The photograph at the bottom of page 283 
nd (left) shows a four-axle combination of a 
nt . : , type widely used throughout the country. 
he 4 os 06 The gross load on this vehicle was 68,900 
bi- pounds and the weight on the second axle was 
ad 5 3708 06 : | 4 27,690 pounds. This compares with less than 
he vate iF 17,000 pounds each for the third and fourth 
bi- 4 3 ods | aga axles. Such unequal loading is not uncommon 
est | | | | for vehicles of this type. 
ee | | | The five-axle combination shown in the 
xle is ae | | | | | photograph at the bottom of page 283 (right), 
nce more . : which was weighed in California, is the 
the 0 100 200 300 400 0 100 200 300 400 0 100 200 300 400 500 g 1 tvpe of heavy vehicle in tl 
| NUMBER OF AXLES © NUMBER OF AXLES NUMBER OF AXLES ee: a eee ne ee ee 
Te- West. It is 49 feet long and would therefore 
> of Figure 13.—Frequency of axle loads of 20,000 pounds or more, per 1,000 violate the length limit in effect in 23 of the 
re- vehicles, by vehicle types (exclusive of two-axle, single-tire vehicles), 37 Central and Eastern States. The gross 
wn in three geographic regions, in 1948. weight was 66,700 pounds, almost the same 
as that of the four-axle combination (p. 283, 
% NUMBER VEHICLE ft) > maxi axle ras : 
Lor WESTERN CENTRAL left), but the maximum axle load was only 
has OF TYPE REGIONS REGIONS EASTERN REGIONS 17,500 pounds. 
ids. AXLES EXAMPLE The weights for single axles and axle pairs 
in 2 oS 6 | | were as follows: 
— | Axle Single axle Arle pair 
Ss or 3 5 00 number (pounds) (pounds) 
han | ; eee ees 7, 600 
gni- 3 7 = 3 | - Se 17, 500 | . 
> of s—s | 3 11, 600 | alia 
ti . aces Mette 15, 000 
1S vo 
ee Sa ‘ 0, 000 
any 5 G co oo Bernt af ee 15, 000 30, 
this 
the * 3 99 This type of load distribution is typical of 
such that found on many of the five-axle combina- 
| 5 3 oO 
iola- : tions. Apparently the vehicle was so designed 
s in or O07 00"O and loaded as to take maximum advantage of 
more Tea j ite i » 1c j } » » 
0 10 20 30 0 10 20 30 0 10 20 30 40 50 60 le gal limits in effect in the area throughout 
ried NUMBER OF AXLES NUMBER OF AXLES NUMBER OF AXLES which it was operated. The second axle was 
fre- loaded for maximum traction almost to the 
nore Figure 14.—Frequency of axle loads of 20,000 pounds ee 1,000 18,000-pound limit. The third axle, probably 
a tons of pay load, by vehicle types (exclusive of two-axle, single-tire iain esis sail Tate Raeill ae Ghat 
this vehicles), in three geographic regions, in 1948. ROS & CVS Sa, lS 6 ee see ee 
and the 32,000-pound limit for an axle pair was 
rhest not exceeded. The load at the rear was 
stern equally distributed between the fourth and 
trac- The five-axle tractor-truck and semitrailer regions, has the lowest frequency of heavy fifth axles. The axle-group loading, also, was 
ntin- combination, which is used in appreciable axle loads per 1,000 tons of pay load of any probably just within the legal limit, for the 
ions. numbers only in the Mountain and Pacific of the more commonly used vehicle types. California law permits 59,500 pounds within 
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a 30-foot length, which is about the probable 
distance from the center of the second axle 
to the center of the fifth axle, though there is 
no record of the actual measurement in this 
ease. The axle group load limit recommended 
by the American Association of State High- 
way Officials, however, was doubtless exceeded 
somewhat, as that limit is 52,650 pounds for a 
30-foot length. 

The five-axle semitrailer combinations have 
a better record of compliance with State 
weight laws than combinations of other types. 
In the Pacific region, for example, the percent- 
age exceeding one or more of the weight limits 
was 9 percent for the five-axle combinations, 
compared to 12 percent for combinations of 
other types. 

The laws regarding axle-group weights are 
somewhat more lenient in California and 
Washington than recommended by the Ameri- 
can Association of State Highway Officials, 
and 22 percent of the five-axle combinations 
had axle groups loaded beyond the Associa- 
tion’s recommended limits. In most cases, 
however, the excess weight was small, amount- 
ing to more than 10 percent excess in the case 
of only 10 percent of the vehicles. 

The number of axles with loads exceeding 
the 18,000-pound limit per 1,000 vehicles was 
only 64 for the five-axle combinations com- 
pared to 95 for combinations of other types in 
the Pacific region. As regards compliance 
with axle-load limits, therefore, the five-axle 
tractor-truck semitrailer combination has a 
materially better record than other types of 
large vehicles. 


Enforced Axle-Load Limits Needed to 
Protect Highways 


The major part of the Nation’s principal 
highways was constructed in the period from 
1920 to 1940. These existing highways must 
be maintained, and gradually reconstructed 
or replaced, with the funds currently available 
for the purpose. It is obviously impossible to 
meet the rapidly increasing frequency of 
heavy axle loads by thickening the pavements, 
as was done to some extent in the earlier years 
of road building. Legal limitation of axle 
joads, with effective enforcement, seems to be 
the only way our pavements can be protected. 
This does not necessarily mean, however, that 
gross loads and pay loads may not be allowed 
to increase, provided the vehicle is so designed 
as to spread the load over a sufficient number 
of axles. Somewhat less-stringent length 
limits, within the A. A. 8S. H. O. reeommenda- 
tion, would encourage such design and would 
probably reduce pressure for higher axle-load 
limits. As a specific example, if those States 
which have a 45-foot length limit for tractor- 
truck and semitrailer combination would 


raise it to 50 feet, as recommended by the 





A three-axle tractor-semitrailer with two-axle full trailer. 





A four-axle tractor-semitrailer with three-axle full trailer. 


American Association of State Highway 
Officials, this would encourage the widespread 
use of the type of vehicle which carries more 





tonnage than any other single type in the 
West and does so with a very low frequency of 
excessively heavy axle loads. 
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Traffic Trends on Rural Roads in 1948 


BY THE HIGHWAY TRANSPORT RESEARCH BRANCH 
. BUREAU OF PUBLIC ROADS 


Reported by THOMAS B. DIMMICK, Head, 
Current Data Analysis Unit 


Total travel on rural roads in 1948 broke 
all records, exceeding the previous year’s 
high by 6 percent and the prewar peak by 17 20 _—~% 
percent. On the 345,000 miles of main rural \ 
roads in the United States travel in 1948 a) \ 
was almost 148 billion vehicle-miles, of 7 
which about 77 percent was by passenger soe, 
cars, 1 percent by busses, and 22 percent by / Ce ~ \ 
freight-carrying vehicles. 18 7 we % V 

Trucks and combinations hauled 13 per- Os — °. 
cent more ton-mileage of freight in 1948 / Ps *e : » 
than in the previous year and 42 percent AVERAGE 1948 7 Af 2 — % 
more than in 1941. These increases in Td / —" |S \ 
freight carried were made, notwithstanding 16 } ~ 
small drops in the proportion of trucks AVERAGE 1947 a VA 
loaded, because of the rise in use of heavier ] 


commercial vehicles, beginning during the + / 
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war and continued in 1948, although at a 2 
reduced rate. Truck-combination travel LEE 
was 9 percent higher than in the previous 
year, 68 percent higher than in 1941, and 
213 percent higher than in 1936. The 
average load carried by commercial vehicles 
in 1948 was 73 percent heavier than in 1936 
and about 4 percent above the 1947 load 
weights. 

In 1948, over 5 percent of all trucks and 
combinations, loaded and empty, exceeded 
a legal weight limit, and 18 percent of the 
combinations were overweight in some par- 
ticular. The highest percentage of over- 
loading was in the East North Central 
region where 8 percent of the vehicles of all 
types and 21 percent of the combinations 
were found to exceed legal weight limits. 
From 1947 to 1948 the percentage of over- 
weight vehicles increased in all regions 
except the Pacific and New England regions. 
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RAVEL on rural roads in 1948 broke all wa 


previous records for the third consecutive VERAG 

year. The 1948 volume of traffic was 6 | 
percent higher than that of 1947 and 17 per- 4 ors & 
cent higher than that of 1941, the prewar 
peak. Regionally the inerease over 1947 AVERAGE 947 epee yet te 
ranged from 5 percent in the Middle Atlantic er nee” TTT LLAVERAGE 1941 pn é 
“ and South Atlantic regions to 9 percent in the 2 =| 
West North Central region. These facts — | 
were established from the records of about TWO WESTERN REGIONS 
700 automatic traffic recorders operated con- 
tinuously throughout the year at permanent re) 
stations on rural roads, both main and local, 
in all of the States. 

The variation in rural-road travel for three Figure 1.—Travel on all rural roads in 1941, 1947, and 1948, by months. 
main geographic divisions and in the United 
States as a whole is illustrated in figure 1 for 
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the year 1948, for 1947, and for 1941, the corresponding month of the earlier years. regaining, during the postwar years, its former 


prewar peak year. Average monthly travel was higher in 1947 importance in the annual traffic pattern. 
The chart shows that, with minor excep- than in 1941 in each of the regions, and still The flattening out of the summer traffic 

tions, travel in each month in each of the higher in 1948. peak during the war years and the subsequent 

three geographic regions and in the United The summer travel peak, which was greatly recovery of this peak to prewar proportions 


States as a whole was well above that of the diminished during the war, has slowly been are shown in the ratios of the July-August 
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traffic each year to the average 2-month traffic 
for the year (one-sixth of the total annual 


traffic) : 
Year: 
SE a ees ee eee 1, 23 
a a eles ee ee 1. 23 
|| Ee A aes 1.13 
I Renae cs cos Sw we 1.13 
AE Ee re ele 1. 14 
NE has A i ca the en 1. 14 
ee ae 1. 37 
ss es wiracscccanwe wierd 1.19 
|e 9g. Toner pone 1. 23 


It is not surprising to find that when we 
entered the war the summer peak traffic 
dropped from 23 percent above the annual 
average to only 13 percent above the annual 
average for 2-month periods. It is somewhat 
surprising, however, to find that not until 1948 
has summer traffic assumed approximately the 
same relative importance in the annual 
traffic pattern that it had in the prewar years. 
Undoubtedly the shortage of automobiles 
tended to discourage vacation driving in the 
first 2 years following the close of the war. 


1948 Summer Loadometer Survey 


The machine counts from which the traffic- 
volume data were obtained provide no classi- 
fication by vehicle type, since they record 
only the total number of vehicles of all types 
passing. However, trends in type, weight, 
and characteristics of commercial vehicles 
were established from data recorded in a 
summer survey, repeated each year since 
1942, in nearly all of the States. In 1948, 
544 stations in 44 States were operated at 
times and under conditions comparable to 
those existing in earlier surveys. The infor- 
mation obtained in these summer surveys, 
together with additional information con- 
-cerning traffic classification collected in a 
number of States throughout the year, was 
used to determine the changes that had taken 
place since the comprehensive Nation-wide 
surveys of 1936 and 1937 were made.! 

All States participated in the 1948 survey 
except Florida, Oregon, Pennsylvania, and 
Wyoming. In Pennsylvania an expanded 
weight survey was in progress and in Wyoming 
one was being completed, but reports from 
neither were available for inclusion in this 
analysis. 

The majority of the weight stations were 
operated during July, August, and September. 
California completed most of the work in 
June; Texas operated its stations from May 
through August; Tennessee commenced in 
May and ended in October; while Minnesota 
conducted the operations from April to 
September. 

The stations used in these surveys were 
selected initially to give a representative cross 


1 See Traffic trends on rural roads in 1947, by T. B. Dimmick, 
PuBLIc Roaps, vol. 25, No. 7, Mar. 1949; Traffic trends on 
rural roads in 1946, by T. B. Dimmick and M. E. Kipp, 
PUBLIC RoOApDs, vol. 25, No. 3, Mar. 1948; Traffic trends on 
rural roads in 1945, by T. B. Dimmick, PUBLIC Roaps, vol. 
24, No. 10, Oct.-Nov.-Dec. 1946; and Amount and charac- 
teristics of trucking on rural roads, by J. T. Lynch and T. B. 
Dimmick, Punic Roaps, vol. 23, No. 9, July-Aug.-Sept. 
1943. 
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Table 1.—Survey period, number of stations operated, number of vehicles counted, «nd 
number weighed in each State in the special weight survey during the summer of 192) 



































































































































































































































| Vehicles counted ined | 
. | Trucks an 
: ae : N umbe r combina 
Region and State } Survey period of sta- Trucks and tions 
tions | All vehicles | truck com- weighed 
| binations 
New England: 
OE eee venue 20-Avs, 10... ..-...... 10 28, 037 5, 494 2, 203 
. TNE ey apa ay sted oun sents. 6.2... ......... 10 22, 446 3, 430 1,673 
Massachusetts__..._........_-_-- CO aa 10 34,114 5, 812 2,077 
New Hampshire__._.......---- 2 2 eee 5 14, 724 1,846 522 
see (3 2 Se 5 12, 063 2, 331 986 
i, EE EATS SS: Ve eee | 5 9,151 742 742 
ale 
I cs soso eee das eeents Gacencnicaatuccent bees 45 | 120,535 19, 655 8, 203 
Middle Atlantic: nn 
er esa ok ae 10 72, 065 12, 608 2, 026 
| at eer OS ee eae! 20 39, 202 10, 762 3, 693 
iy | eee Diiicsuneccncdunssdasesenessap ‘Guonens |) wagteameett Wy ware Soe eee 
I ca a ed ee eet 30 111, 267 23, 37 5,719 
South Atlantic: - 
8s ed ee eons 4 15, 189 3, 863 745 
a, See SS eee eae pmemene a) tae oN 
ESS ees Aug. 16-Sent. 3............-- 6 13, 668 3, 368 2, 290 
OO aaa aly Aug. 12... ._........- 9 6, 912 1, 985 1, 093 
Woven CamGnee.... .-.......<5-- J 4 eee 12 24, 083 6, 000 3, 800 
Soute Oates. .2.........-... . LS 10 16, 253 4,350 2, 096 
 . ae ck 2 eee 10 20, 600 5, 066 1,714 
Weat Virginis... .............. Aug. 10-Sept. 2.__-...---- 9 11, 580 3, 180 1, 359 
EES Eee ele cas, Ae ae een eee te aera e eo ae 60 108, 285 27, 812 13, 097 
nn I ia i ic iecnsciscnnsinintapeldben nh aueeinae ines 135 340, 087 70, 837 27,019 
East North Central: : i : a 
| SE ae ee eee Aug. 34-Sept. 7...........-..- 47 83, 658 15, 325 6, 324 
SSE ae: Aus. 6-Gept. 1..... .<....-:-- 20 39, 099 9,056 3, 768 
OS See eae A | A re 8 20, 560 3,119 1, 907 
Se ea Say DIAS. 32. 6. cc cco cee 5 9, 062 2, 566 677 
ES ee Se. (a 5 ora 12 25, 717 3, 450 1,951 
R565 Lb Bead cte Noo taciaciddees abet neseemnas 92 178, 096 33, 516 14, 627 
East South Central: ae 
UN ae ae ard July 14-Aug. §...-...=..-.-- 10 9, 984 2, 692 1, 782 
0 Se eee June 7-July 24. .......------ 10 11,175 3,012 1, 228 
| ESERIES Aug. Y7-SaNs..7.........5-. 13 18, 153 5,021 3, 089 
| OSS TEES Ree May 26-Oct. 30._.-.-.-..---- 10 9, 386 2, 378 1, 455 
rN fre Sn 8 een rents teen eae 43 48,698 | 13,103 7, 554 
West North Central: ee ; | Pe 
OO ont Pg Sh ee 10 12, 790 2, 275 2, 180 
a ee ee CS eS eee 10 9,354 1, 967 1,155 
Minnesota.--_-_--_--- soos Ape. 10-Bept. 6...........-.. 40 115, 839 22,913 10, 038 
ES a Aug. 16-Sept. 3_._.......---- 14 66, 067 13, 314 7, 302 
[ ares Se ouny 2-Awe. 16... .........- 20 20, 869 4, 324 4, 262 
North Damot................- Juiky So-Gept. 1. ............ 15 19, 711 4, 349 2, 668 
South ‘Dakota. ...............- July M-Aug. 13. ........... 12 8, 07 1, 671 1, 493 
| EEE Ee | SURE eee arene Irae 121 252,706 | 50,813 29, 098 
West South Central: ; 
eee wuty O-Aue. 5......-.....2. 10 15, 376 4, 802 1, 350 
ee SCE Sy Ok 2S SS See 10 , 209 2,742 1,397 
ree Jaly 7-90. .........-- osiets 10 13, 538 3, 454 3, 454 
(0 Se AS ae May 18-Aug. 30__--.....-.- 17 27, 374 6, 585 1,799 
ia cae a ae a a a al i 47 65, 497 17, 583 8, 000 
a ee Se ee ae ee a. 303 544, 997 115, 015 59, 279 
Mountain: 7 
CO ne eee ete etn SIs Ge cence clk 10 9, 385 1,979 676 
See. PP cnc cnnbeknews 10 23, 939 3, 831 715 
| Sa ee De So Se eee eee 13 13, 658 2, 533 2, 336 
| EREREEE SSR Ros" [See 17 15, 063 , 649 2, 190 
on gs «EE J eee 10 7, 188 1, 041 836 
ee. pS | i ee 6 6, 295 1, 383 691 
. je eee July 26-Aug. 6.....-._...- 10 14, 765 2, 878 1, 187 
IE od windinchnctcdenreanee SSA ee LEE! Merten, foes. Sey Pee ee, eee 
eects a te eS a ict aia octh Sin a eiai dint acaaastaneenins 76 90, 293 16, 294 8, 631 
Pacific: 7h a 
Mii cciucosnammn snes Jone 2-July %. ......<.<<...- 20 2 67, 760 13, 620 5, 032 
| ee se eeeideenic TEs an eaanGnG see Eedeeeath anne - >heue I sete aoe 
. ee | See ene 10 16, 926 3, 362 2, 185 
a bess a 
I REE TOE LAME RESET TT TREN Tee | 30 84, 686 16, 982 7,217 
Western regions, subtotal..______.|.................-.---.------- | 106 =| ‘174,979 33,276 | 15,848 
United States total..._............|....----.-.------------------- | 544 1, 060, 063 219, 128 102, 146 




















1 No survey made. 
? Passenger cars not counted in California. 


section of traffic on main rural roads, and were 
operated for one or more 8-hour periods on a 
weekday, generally from either 6 a. m. to 
2 p. m., or from 2 p. m. to 10 p. m. All 
traffic passing through the stations during the 
period was counted and classified into the 


Figure given is an estimate based on data from other reports. 


following categories: local passenger cars; 
foreign (out-of-State) passenger cars; panel 


and pick-up trucks;? other two-axle, four- 


2 Single-unit trucks with a carrying capacity of less than 
1% tons. 
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ire trucks; two-axle, six-tire trucks; three- 
axle trucks; tractor-semitrailer combinations; 
cruck and trailer or tractor-semitrailer and 
trailer combinations; and busses. The com- 
bination-type vehicles were further subdivided 
according to the number of axles of each. 

The survey period, number of stations oper- 
ated, number of vehicles counted, and number 
weighed are shown for each State in table 1. 
Over a million vehicles were counted at all 
stations during the period of the survey. 
About one-fifth of the vehicles counted were 
freight-carrying vehicles, of which almost one- 
half were weighed. 

Wherever traffic volume permitted, all 
trucks and truck combinations were stopped 
and weighed. Where this procedure was im- 
practicable, a sample was obtained by weigh- 
ing all of the less common types and omitting 
only vehicles of types sufficiently common to 
establish their characteristics from a sample. 
The type of vehicle, whether loaded or empty, 
the number of axles, and weight of each axle 
were recorded. The axle-spacing and total 
wheel-base length of the heavier vehicles * 
were measured. Passenger cars and busses 
were counted but not stopped for weighing. 


Prewar Travel Trend Fulfilled 


Figure 2 shows in chart form the vehicle- 
mileage of travel on all rural roads, by type of 
vehicle, for each year from 1936 to 1948, 
inclusive. It is apparent that the effect of 
the war on the long-term upward trend in 
traffic volumes has now been entirely over- 
come. A straight line from the top of the 
bar for 1936 to the top of the bar for 1948 
fits very closely the prewar trend from 1936 
to 1940. The bar for 1941 extends well 
above this line, but it is generally recognized 
that 1941 was a year of exceptional activity 
in preparation for the war. 

In the case of travel of trucks and truck 
combinations,‘ the 1948 value fits the 1936 
to 1940 trend, projected, almost exactly. For 
truck combinations alone, the 1936 to 1948 
line lies above the tops of the bars for all 
intervening years, indicating an accelerating 


3 Trucks and truck combinations weighing 13 tons or more 
and, in addition, single-unit trucks having an axle weighing 
18,000 pounds or more. 

4In this article, the term truck is used to indicate a single- 
unit vehicle; truck combination to indicate tractor-truck semi- 
trailer (with or without full trailer) and truck with full trailer; 
and trucks and truck combinations to indicate all of these 
vehicles together. 
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Figure 2.—Travel on all rural roads, 1936-48, by classes of vehicles. 


growth in traffic by vehicles of this type. 

The ratios of traffic volumes on main rural 
roads in 1948 to those in corresponding months 
of 1947 are shown in table 2. Main roads, 
totaling 345,000 miles, are considered to be 
those of the entire State system in most 
States, and those of the primary State system 
in such States as Virginia and Pennsylvania 
where all or a large part of the rural-road 
mileage is under State control. The consistent 
increase in travel by most types of vehicles 
and in all sections of the country is clearly 
shown. Passenger-car travel as a whole and 
that of trucks and truck combinations 
increased in all regions without exception. 


There were slight declines in some regions in- 
travel of busses and foreign passenger cars, 
separately considered. 

The percentage distribution of travel in 
1948 is given for each census region and for 
the United States as a whole in table 3. In 
this table the single-unit trucks are divided 
into the four classification types based on 
axle and tire arrangement, while the truck 
combinations are divided according to the 
total number of axles of the combination. 
The classification of vehicles into these types, 
which has been used only in the last two 
annual surveys, permits more positive identi- 
fication than the use of the old “light, medium, 


Table 2.—Ratio of 1948 traffic on main rural roads to corresponding traffic in 1947 ! 
































Eastern regions Central regions Western regions 
—_—— — a a a a a a a ca —————| United 
Vehicle type ee . —_ rk, tf States 
’ . Q cast East | West West | 2 ; 
oe a amos _ Average | North South | North | South | Average |Mountain| Pacific | Average averak 
~nglan antic | AUaHIC Central | Central | Central | Central | 
P | 
assenger cars: | | 
Oe i ak one pe ee 1.08 1.00 1.04 1.03 1.09 1.23 | 1.15 1. 08 1.12 1.10 1. 08 1.08 1. 08 
saan a 1.03 1.14 1. 08 1.09 1. 02 — 7 - 90 . 95 . 97 1. 03 . 97 1.00 1. 02 
es 1.07 1. 02 1. 05 1. 04 1. 07 115 | 1.09 1.05 1. 08 1. 06 1. 06 1.06 1.07 
Trucks and truck combinations: | 
Drmgre-winis treks. ..................... 1.07 je 1.05 1. 09 1. 07 1.10 114 | 1,22 | 1.14 | 1. 08 1.10 1.13 
Truck combinations. ___._...-...-..---- 1.16 1. 07 1. 04 1. 06 ae 1.15 117 | 117 | 1.16 1.16 1.03 1.05 1.09 
A)l trucks and truck combinations_-. - 1.09 1.14 1. 04 1.09 1.10 1.11 | 1.16 | UL | Li 1.12 1.05 1.08 Li 
ME ss a Rtn 5 ote hs nme 1.11 . 88 . 85 . 90 1. 00 1.05 | 95 | 1.14 1. 03 1.10 . 99 1.03 -98 
ee eee eee 1.07 1.05 1.05 1.05 1.07 1.14 1.10 1.09 1.09 1.08 1.05 1.06 1.07 
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| The ratios for ‘‘all vehicles” are based on year-round automatic recorder data, while those for the individual vehicle types are based principally on the summer counts. 






Table 3.—Percentage distribution of traffic, by vehicle types, in the summer of 1948 








Vehicle type 


New 
England 


Passenger cars: 





Eastern regions 


Central regions 


Western regions 








: 1 East East West 
, S . : 2 
iteetio Fo rl Average North South North 
Tr irae ; Central | Central | Central 























aa United 
r States | 
West : 
hse Moun- : averag 
South | Average —— Pacific | Average | *Veraet 
Central : 










































SA re: 58. 34 60. 40 57. 62 58. 79 60. 00 58. 76 61. 00 57. 71 59. 53 41.37 69. 93 60. 28 59. 43 
INC acc dawancbe dramatic dmnawne ae. 23. 87 16. 51 17.79 18. 17 21. 84 18. 54 14. 79 13. 90 17. 75 34. 64 10. 55 18. 69 18. 05 
pg ees | 82.21 76. 91 75. 41 76.96 | 81.84 77.30 75. 79 71. 61 77. 28 76. 01 80. 48 78. 97 77. 48 
Single-unit trucks: | 
Paenes GUbe Heute. . ...............-.- 5. 37 6. 86 5.99 3.95 6. 65 6. 02 10. 28 6. 34 10. 31 4, 22 6. 28 6. 22 
Other 2-axle, 4-tire.......____- Leak . 69 1.14 .99 | . 26 . 66 1.10 . 63 .61 . 38 1.09 . 85 a. 
Other Saute, 6tire.................- 6. 48 8. 70 8. 92 6. 50 9. 63 10. 84 9.18 8. 62 7. 53 5. 85 6. 41 8.32 | 
CSS Se ee . 30 34 -42 | .21 .12 . 22 . 20 . 20 42 . 90 . 74 .37 | 
12. 84 17.04 | 16. 32 10. 92 17. 06 18,18 20. 29 15. 77 18. 64 12. 06 14, 28 15. 68 j 
Tractor-truck and semitrailer combinations: | 
eae peae 3. 37 4. 81 5.47 | 4.92 4. 33 3. 64 3. 27 5. 57 4. 28 1, 80 1.08 1,32 3.95 | 
A Se eee es a .10 62 43 . 60 1.74 43 1. 66 1.40 1. 47 1.07 1, 28 1, 21 1.14 } 
RE NN oi ici cei mamdewecnaws () 01 (‘) (4) 22 . 02 . 08 05 12 . 65 2.16 1. 65 36 | 
All tractor-truck semitrailer combina- 
tions. - -- as: — 3.47 5. 44 6. 20 5. 52 6. 29 4.09 5.01 7. 02 5. 87 3. 52 4. 52 4.18 5. 45 
Truck and trailer combinations: 
4-axle (or less). -_.--- 5; al 01 02 02 02 .10 17 14 ll 22 . 46 38 13 
5-axle_____ S Sakd aes aie (') (') (') . 2 oe 01 01 . 05 21 - 40 33 O08 
ee ee 05 () . 02 27 1. 24 92 46 
All truck and trailer combinations 01 . 02 . 02 .02 | a.) —— .18 15 .18 70 2.10 1. 63 39 
All combinations. - 3. 48 5. 46 6. 22 5. 54 6. 54 4.09 5.19 v.87 6. 05 4.22 6. 62 5. 81 5. 84 
All trucks and truck combinations. - - 16, 32 22.19 23. 26 21. 86 17. 46 21.15 23. 37 27. 46 21. 82 22. 86 18. 68 20. 09 21. 52 
Busses 1.47 . 90 1. 33 1.18 A 1,55 . 84 . 93 . 90 1.13 . 84 . 94 1.00 
PS ee 100. 00 100. 00 100. 00 100. 00 100. 00 100. 00 100. 00 100. 00 100. 00 100. 00 100.00 | 100.00 100. 00 
1 Less than 0.005 percent. 
and heavy” categories and, at the same time, shown. The increase in average weight of vehicles in the different groups. It will be 


the groups are more homogeneous than those 
formerly used. 

The figures in table 3 indicate that truck 
travel on a percentage basis is heaviest in the 
West South Central region and only slightly 
lighter in the West North Central, South 
Atlantic, and Mountain regions, all of which 
have comparatively light total traffic. Other 
areas as, for instance, the New England, East 


North Central, and Pacifie regions, where 
total traffic generally is heavy, have the 


smallest percentages of trucks. Certain types 
of vehicles, apparently favored by local con- 
ditions, are found principally in certain 
regions. For instance, the five-axle (or more) 
tractor-truck semitrailer combinations and the 
six-axle (or more) truck and trailer combina- 
tions are confined principally to the Western 
regions. The absence, on the other hand, of 
certain types in some regions as, for example, 
the truck and trailer combinations in the 
East South Central region, is noteworthy. 


Average Weights Again Increasing 


Figure 3 shows graphically the average 
weights of loaded and empty trucks and truck 
combinations, separately and combined, in 
each year from 1942 to 1948, inclusive, and in 
a prewar year, generally 1936 or 1937. The 
weights of single-unit trucks, both the loaded 
and the empty, increased each year from the 
1936-37 period through 1945, then leveled 
off and even decreased slightly. At the same 
time weights of both loaded and empty truck 
combinations increased each year of the period 


loaded combinations from the 1936-37 period 
to 1948 was 47 percent, compared to only 14 
percent for single-unit trucks. The increase 
for all trucks and combinations was 54 percent, 
a figure higher than that for either type 
separately, because of the increased propor- 
tion of combinations in the latter year. 

The average weights of the various types of 
loaded and empty trucks and truck combina- 
tions in the summer of 1948 are shown in 
table 4, for the different regions. This table 
brings out clearly the important differences 
that exist in the weight characteristics of the 


noted, for example, that for the United States 
as a whole, the loaded three-axle, single-unit 
trucks weighed about twice as much as the 
two-axle, six-tire trucks. Similar differences 
existed throughout the various classifications. 
On the other hand, the regional differences in 
average weight for each of the vehicle types 
that are common throughout the country are 
surprisingly small. The extremely low weights 
of truck and trailer combinations in 
regions, particularly the West North Central, 
indicate a predominance of small, home-made 
trailers of low capacity. 


some 
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Figure 3.—Average weights of loaded and of empty trucks and truck combinations in the 


summers of 1942-48 and in a corresponding period of a prewar year. 
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Table 4.—Average weights (in pounds) of loaded and empty trucks and truck combinations, by vehicle types, in the summer of 1948 
































Eastern regions | Central regions Western regions 
] a aa United 
Vehicle type | East | : ae a as States 
a Middle South | East | East | West West : 
i antic | Average | North | South | North South | Average |Mountain| Pacific verage | 2Verage 
England | Atlantic | Atlantic Central | Central | Central | Central g Average 
| 
AVERAGE WEIGHTS OF LOADED VEHICLES 
; a a= aa — 
Single-unit trucks: 
rs 4, 619 4,942 | 4,666 4,760 | 4,755 | 5,094 4, 909 6, 615 5, 545 4, 967 4, 357 4, 627 5, 143 
Oar Desie.”<tire.....-.......-....-... 6, 321 8,126 | 9,320 8,668 | 6,384 6, 596 6, 730 10,706 | 7, 465 7, 542 6, 647 6, 755 7, 788 
Ciner Sess, Gtr... ...<.......<.=....- 14, 290 15, 364 | 13, 342 14,299 | 13,265 | 14,156 13, 191 14, 057 13, 504 13, 471 12, 541 12, 864 13, 679 
ee hd i ce cawainnnee 29, 102 34, 171 | 23, 938 29,076 | 26,802 28, 043 24, 804 24, 020 25, 701 25, 303 25, 265 25, 272 26. 700 
(SS eae Ze = Seis eee oe 10, 827 13, 007 10, 914 11,736 | 10,948 | 11,792 10, 680 10, 417 10, 808 10, 232 10, 648 10, 501 11. 064 
| Truck combinations: : : 
Tractor-truck and semitrailer__________- 36, 079 42, 240 35, 482 37,945 | 37,552 | 34,640 38, 337 35,920 | 37,028 41, 761 45, 979 44, 888 38, 600 
| Truck and trailer_------.--------------- (1) (1) () Ce a 13,628 | 32,164 | 38,863 | 55,416 | 53,659 | 53,878 | 50,611 
| ET ER Sige eas: 36, 087 42,170 35, 402 37,883 | 38, 107 34, 640 37, 513 35, 846 37, 094 43, 942 48, 299 47, 328 39, 455 
’ | } 


Average, all trucks and truck combinations..| 17, 541 21, 691 18, 268 19,502 | 22,914 | «18,409 17, 932 18,076 | 
AVERAGE WEIGHTS OF EMPTY VEHICLES 


19, 793 18, 999 22, 689 21, 571 20, 034 


























Single-unit trucks: | 
Panel and pick-up.............-......-- 3, 685 4, 052 3, 703 3,809 | 3,932 | 3,891 3, 959 4,456 | 4,139 3, 804 3, 543 3, 705 3, 958 
Gener Baure. 610... .....----552---2.- 5, 003 4, 863 5, 188 5, 028 4,756 | 4,798 | 5,260 | 6,337 | 5,425 4, 993 4, 980 4, 983 re 189 
Other 2-axle, 6-tire.__...---------------- , 58% 8, 931 7, 186 8,108 | 7,671 | 7,493 | 7,604 7,873 | 7,712 7,440 7,633 7, 542 7, 824 
a ROC Se A SR ESS AE Ere eset a aiecs| ae 13, 852 11, 856 13, 347 13,897 | 11,687 | 12,432 16, 208 14, 042 14, 083 14, 495 14, 417 13, 898 
oO SS Ree Sees 6, 105 7, 067 5, 313 6,080 | 6,022 | 5,698 | 6,081 6,157 | 6,030 5, 114 6, 089 5, 572 5, 976 
Truck combinations: | ) 
Tractor-truck and semitrailer_____...__- 19, 599 20, 405 17, 647 18, 952 18,956 | 16, 288 19, 683 17,260 | 18,299 21, 276 21, 588 21, 470 18, 798 
PE EE icpctcacccccceacceeeeenl <meace () (') (‘) | 23,441 | ..-.-- 10, 919 19,203 | 21,070 25, 728 26, 520 26, 357 24. 556 
OS EE ee ae 19, 599 20, 411 17, 643 18,953 | 19,413 16, 288 19, 366 17, 300 18, 425 22, 127 23, 341 22, 949 19, 140 
Average, all trucks and truck combinations-- 8, 172 9, 455 7, 374 8, 276 9, 864 6, 911 8, 707 8,477 | 8,648 7, 161 9, 516 8, 343 8, 481 


























1 Data omitted because of insufficient sample. 





Table 5.—Comparison of estimated vehicle-miles of travel on main rural roads in 1936, 1941, 1946, 1947, and 1948 















































| | Passenge Cars ¢ 1 ys “KS ¢ ruck +s . 
. edo = an is tar ia Single-unit trucks Truck combinations 
All eee Re a, DE, eS | Ts LE OEE Se Se. ee Se ee Ce eS Re =" = 2 
be Year vehicles, a. 
vehicle- = te ADASER TP Percentage of Percentage of 
es miles Pe me Vehicle- | I “a one | Vehicle- | all trucks and | Vehicle- | all trucks and| Vehicle- 
: vehicles miles vehicles miles truck com- miles truck com- miles 
‘it | ; | | binations binations 
he ee es opt ae A ee a ee ee eS a a ee | ere as ee ~~  <. & 
es Millions s Miliions | Millions Millions Millions 
a es Lae Ree ie Bie Eee een 88, 412 82. 6 73,005 | 17.4 15, 407 82. 1 12, 650 17.9 2, 757 
Ss. RS aes SERENE ae 122, 505 80. 3 98, 320 19.7 24,185 78.8 19, 057 21.2 5, 128 
<i WOE TOU TUNG oon nko ooasecoaechnewce 1.39 97 1.35 | 1.13 1.57 . 96 1. 61 1.18 1. 86 
NN fete white cecuccascccacn nee sea sae 124, 149 80. 4 99, 803 | 19.6 | 24,346 | 73.3 17, 838 26.7 6, 508 
es UD Ne a eae ces 1.01 1.00 1,02 99 1.01 | 92 94 1. 26 1.97 
Fe NG Se SN Seen 1.40 97 1.37 | 1.18 1.58 | 89 1. 41 1 49 2.36 
re Se OBES RIS Te BI 7 137, 512 79. 2 108, 880 | 20.8 | 28,632 | 72.5 20, 746 27.5 7, 886 
re _  SReReoeesegenanet AGATA AER NOS I< 147, 597 78.5 | 115,837 | 21.5 31, 760 | 72.9 23, 138 27.1 8, 622 
, 2... ees SERS TIE. ORS 1.07 99 1.06 | ie. LH 1.01 1.12 .99 1.09 
ne We ON 2 oe ee et 1.20 98 17 | 1.09 | 1.81 . 93 1.21 1.28 1.68 
' II oi occse ceinnciedcacccescnere 1. 67 95 1.59 | 1.24 | 2.06 | 89 1. 83 1.51 3.13 
a ? | | 
de 1 Percentages of total 1948 travel by passenger cars and by busses are reported separately in table 3. 
Truck Travel Greater in 1948 
| A comparison of the estimated vehicle- 30 ga 
miles of travel on main rural roads is shown e 
: ; : LOADED 
in figure 4 for loaded and empty single-unit salir se tet 
ki e EMPTY VEHICLES 7 
J trucks and truck combinations, separately 


and combined, for each year from 1936 to 
1948, inclusive. This chart further empha- 
sizes the steady growth of truck traffic during 
= the period 1936 to 1941, the temporary effect 
of the wartime restrictions, and the phenom- 
enal upsurge in highway truck transportation 
subsequent to the end of the war in 1945, 

= Table 5 gives a comparison of the estimated 
vehicle-miles of travel by vehicles of different 
types on all main rural roads in 1936, the 
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earliest year for which comprehensive weight SINGLE-UNIT TRUCKS TRUCK COMBINATIONS TRUCKS AND TRUGK COMBINATIONS 
data are available; in 1941, the peak prewar 
year, 5 years after the beginning of the combinations. 

surveys; in 1946, 10 years after the beginning 

of the surveys; and in 1947 and 1948, the that of the preceding years show that increases than for passenger cars in all cases; and that 
latest years. The ratios of 1948 travel to for trucks and combinations were much greater increases for truck combinations were greater 
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Figure 4.—Travel on main rural roads, 1936-48, by loaded and by empty trucks and truck 
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Figure 5.—Average load carried by trucks and truck combinations on 
main rural roads, 1936-48. 


than for single-unit trucks except from 1947 
to 1948. In the 12 years from 1936 to 1948, 
passenger-car travel increased about 60 per- 
cent, travel by all trucks and combinations 
doubled, and travel by truck combinations, 
considered separately, more than tripled. 
Figure 5 gives a comparison of the average 
load carried by single-unit trucks, truck com- 
binations, and all of these vehicles combined, 
in the 13 years that the planning surveys have 
been operating. The general trend of load 
weights was upward throughout the period. 


The slight decline in the weight of the load 
earried by single-unit trucks since 1945 has 
been more than offset by the increased use of 
combinations and the increased weight of the 
load of vehicles of this type. 

Figure 6 shows a comparison for each year 
from 1936 through 1948 of the ton-miles of 
freight carried by trucks and truck combina- 
tions on main rural roads. The chart demon- 
strates clearly how truck combinations are 
transporting each year a larger portion of the 
total amount of highway freight. In 1936 


the truck combinations hauled slightly le: 
ton-mileage than the single-unit trucks, whi 
in 1948 they hauled more than twice as muc! 
The sharp increase in the total ton-mileag 
during the last 3 years is especially strikin; 


Percentage Loaded Remains 
Constant 


In table 6 is shown a comparison of the per- 
centage of vehicles carrying loads, the averag 
carried load, and the ton-mileage carried fo 
all trucks and combinations, for single-un 
trucks, and for truck combinations in 194s 
and the other significant periods used in tab). 
5. The trend in average weight carried 
shown graphically in figure 5, and that of th 
ton-mileage transported, shown in figure 6 
have already been discussed. For the country 
as a whole, from 1947 to 1948, the percentage 
of trucks and truck combinations carrying 
loads decreased slightly. This decrease was 
not sufficient to offset a slight increase from 
1946 to 1947, so the percentage loaded still 
remained slightly above that in 1946. It 
appears, then, that the downward trend in 
percentage loaded, noted each year from 1942 
to 1946, inclusive, was halted in 1946, prob- 
ably due to the fact that passenger cars were 
becoming more plentiful, and the tendency to 
use trucks in lieu of passenger cars began to 
decrease. Since 1946 the trend has not been 
clearly established. It was still true in 1948 
that over half of the single-unit trucks passing 
the stations were empty, the percentage loaded 
being 47 percent in 1948 compared to 61 
percent in 1936. 

Table 7 gives a detailed comparison of the 
percentage of vehicle-miles of travel, percent- 
age of vehicles loaded, average carried load, and 
percentage of total ton-miles carried by the 
various types of trucks and truck combina- 
tions traveling on main rural roads in 1947 
and 1948. Many interesting comparisons can 
be made from this table, showing the relative 
importance from a freight-carrying stand- 
point of different portions of the traffic 
stream. For instance, it may be seen from 
the table that in 1948, while panel and pick-up 
trucks traveled almost 29 percent of the 
vehicle-miles, they accounted for less than 3 
percent of the ton-mileage; likewise, while the 
tractor-truck and semi-trailer combinations 


Table 6.—Comparison of the estimated percentage of trucks and truck combinations loaded, average carried load, and ton-miles carried 
on main rural roads in 1936, 1941, 1946, 1947, and 1948 





“Year 


1946:1941 ratio._____- y 
a ha aa a ano Sa 
19 


1P48:1947 ratio -- 
1948:1941 ratio. -. 
Ee ee 


























All trucks and truck combinations | Single-unit trucks Truck combinations 
| | | 
| 7 eeea a) | | A ,ere > | | vere sy 
Percentage | as gel Ton-miles| Percentage Ba cht of |ron-miles| Percentage | ee Ton-miles 
loaded weient ¢ carried | loaded | WeleRtol | camied | loaded Bes, ° carried 
carried load | carried load| carried load 
Se eee! ee neaes Rinses a | casa 
Tons Millions | Tons | Millions | Tons Millions 
62.8 2. 90 28, 005 60.7 | 1. 86 | 14, 258 72. 2 6. 90 13, 747 
66.7 3. 64 58, 737 65. 4 2. 29 | 28, 487 71.6 8. 23 30, 250 
1.06 1. 26 2.10 1.08 | 1, 23 } 2. 00 99 1.19 2.20 
51.7 4. 84 60, 892 46. 4 2. 31 | 19,101 66. 2 9. 70 41, 791 
on 1.33 1.04 7 } 1.01 } . 67 92 1.18 1.38 
. 82 1.67 2.17 .76 1.24 | 1.34 92 1.41 8.04 
53.5 4.81 73,610 48.3 2. 26 22, 610 67.1 9. 63 51, 000 
52, 2 5. 02 83, 119 46. 8 2. 33 25, 219 66. 5 10. 10 57, 900 
. 98 1.04 1.13 . 97 1.03 1.12 . 99 1.05 1.14 
oy i 1.38 1. 42 72 1.02 . 89 . 93 1.23 1.91 
. 83 1.7% 2.97 77 1, 25 1.77 . 92 1. 46 4.21 
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traveled about 25 percent of the vehicle- % 
rnileage, they carried 63 percent of the ton- TRUCKS AND TRUCK COMBINATIONS 
mileage. 
From the portion of table 7 showing the : os TRUCK COMBINATIONS 
percentage of vehicles carrying loads, by SINGLE-UNIT TRUCKS 
types, it can be observed that the percentage 
of vehicles carrying loads increases directly as 
the size of the vehicle type, extending from 
the light panel and pick-up trucks that are 70 
loaded 37 percent of the time to the heavy 
truck and trailer combinations that are loaded 
70 percent of the time. 
. Frequency of Loads Above Legal 
Limit Increases 60 — 
Table 8 shows the frequency of illegal 
loadings, expressed as the number of trucks sess 
: and truck combinations of each type per 1,000 o 
m such vehicles counted, empties included, that = 
mi exceeded the permissible axle, axle-group, or = 50 
gross-weight legal limits in effect in the indi- = 
. vidual States in the summer of 1948. Viola- \ 
il tions of the State laws were most frequent in > 
Ht the East North Central region, where it was q 
i found that 84 of each 1,000 vehicles exceeded > 
2 a State weight limit, 20 of these vehicles ex- | a 
ce ceeding the limit by more than 20 percent. w 
x The Middle Atlantic region stood second in 4 
- frequency of violations, for in this area 65 = 
ws vehicles out of each 1,000 exceeded a load limit, s 
io and 17 such vehicles exceeded the limit by = = 1 EE Bee : ; : ; 
8 more than 20 percent. ee os eet g pA : 8 3, 
1g A comparison of the frequency data con- 
a cerning violations of State weight laws in 1948, 
51 as shown in table 8, with similar data collected 5 | Be Re 
in the previous year, indicates that these 4 KEES 
= violations have increased in all areas except Es ; : : : : ; : : % ye 
a the Pacific and New England regions. In the 1 : : : : " : : " " 
- Pacific region the frequency of violations 
™ decreased almost 25 percent, while in the New : 
~ England region the frequency remained the " 
47 same as in the previous year, at 35 per 1,000. : 
an . 4 
ve Comparison with Recommended ; 
d- Weight Limits : 
Tie % 
ym Uniform regulations concerning maximum ; 
up allowable gross weights, axle weights, and axle- : 
he group weights have been adopted as a policy re) 
1 3 by the American Association of State High- s & s 8 Ms : 3 4 4 oe sd 
he way Officials and recommended to the various © fete rereeeteerttes 
ns Figure 6.—Ton-miles carried by trucks and truck combinations on main rural 
(Text continued on page 298: tables 8-11 are on pages 294-5) roads, 1936-48. 
ed 


Table 7.—Percentage of vehicle-miles of travel, percentage loaded, average carried load, and percentage of total ton-miles carried by 
various types of trucks and truck combinations on main rural roads in 1948 compared to that in corresponding months of 1947 











| Percentage of vehicle- | Ree aa ee Te as i a Percentage of ton- 
; | miles of travel Percentage loaded Average carried load mileage carried 
Vehicle type Ba. £3 SO |e ee nN ee eee 
| 
| 1948 | 1947 | 1948 1947 1948 | 1947 | 1948 1947 
Single-unit trucks: | | Tons | Tons | 
nnn SUINN S oos.  kon kn etc cace cc eee secs 28.90 | 28.44 | 36.7 39. 2 0. 64 0. 63 2. 60 2.74 
CORO NN I oooh Se eet ewecn eae eewae 3.59 | 4.12 51.9 50.9 1, 24 1. 29 | . 88 1. 06 
RUE I GUO won coc eee cone kc cece | 38. 66 | 36. 18 } 53.6 54.4 3. 10 2.91 } 24. 51 22. 26 
oe Ree eee Se ee eee 1.70 | 3.72 | 55.2 55. 5 6. 57 5.80 | 2.35 4. 66 
All Gnigio-vnll traekS~— os scene cece |} 72.85 | 72.46 | 46.8 48.3 2. 33 2.26 | 30.34 30. 72 
Truck combinations: | 
Tractor-truck and semitrailer----......---.--------- | 25.35 | 2496 | 66.2 67.2 9. 83 9.25 | 63.09 60. 32 
po ee eee 1. 80 2. 58 70. 2 66.8 13. 64 13. 38 } 6. 57 8. 96 
All track combinations... ........-......-....... 27.15 | 27. 54 66. 5 67. 1 10. 10 9. 63 69. 66 69. 28 
All trucks and truck-combinations-__-.---.--.-...----- 100.00 | 100.00 52. 2 53.5 5.02 | 4.81 | 100.00 100. 00 














Ss 
- PUBLIC ROADS ® Vol. 25, No. 12 293 





Table 8.—Number of trucks and truck cémbinations, per 1,000 Table 9.—Number of axles, per 1,000 loaded and empty trucks an: 
loaded and empty vehicles, that exceeded the permissible axle, truck combinations that exceeded the permissible axle-loa«. 
axle-group, or gross-weight laws in effect in the States by various limit of 18,000 pounds recommended by the A. A. S. H. O. b> 


percentages (maximum) of overload, in the summer of 1948 various percentages of overload, in the summer of 1948 





Region and type of vehicle (panel 
and pick-up trucks excluded) 


Number 


per 1,000|—- 


over- 
loaded 


Number per 1,000 overloaded 


more than — 





5 per- 








New England: 
ee eee 


Average, single-unit trucks. - -- 
Tractor-truck and semitrailer_-- - 
Truck and trailer 

Average, truck combinations - - 
Average, all trucks and combina- 

2a ee 

Middle Atlantic: 
2-axle, 4-tire 
2-axle, 6-tire 
a a eee 

Average, single-unit trucks - -- 
Tractor-truck and semitrailer-_- - - 
Truck and trailer 

Average, truck combinations - - 
Average, all trucks and combina- 

| ee 

South Atlantie: 
Ss 6 occ ciincaneacwenwe 
2-axle, 6-tire 
pS a ee eee 

Average, single-unit trucks- - -- 
Tractor-truck and semitrailer__--- 
Truck and trailer 

Average, truck combinations - - 
Average, all trucks and combina- 

tions 

East North Central: 


OE; OOO 6 Se eenccccsowss eiedordhen 
a 
Average, single-unit trucks_ - -- 
Tractor-truck and semitrailer-_- 
Truck and trailer_- FA 
Average, truck combinations -_ - 
Average, all trucks and combina- 
aes 
East South Central: 
2-axle, 4-tire 
EE i tveka dinenibeleewe amuse 


Average, single-unit trucks - -- 
Tractor-truck and semitrailer-__- 
Truck and trailer 

Average, truck combinations. _ 
Average, all trucks and combina- 

tions_ 


Average, single-unit trucks. - -- 
Tractor-truck and semitrailer__--_- 
Truck and trailer 

Average, truck combinations - - 
Average, all trucks and combina- 

tions - - 

West South Central: 
2-axle, 4-tire 
2-axle, 6-tire 

Average, single-unit trucks. - -- 
Tractor-truck and semitrailer___- 
Truck and trailer 

Average, truck combinations - - 
Average, all trucks and combina- 

a Ra Ee aa 

Mountain: 
2-axle, 4-tire 
2-axle, 6-tire 
3-axle..-...- 5. ety eee 

Average, single-unit trucks- -_- 
Tractor-truck and semitrailer_- 
Truck and trailer 

Average, truck combinations. - 
Average, all trucks and combina- 

Ae 

Pacific: 


Average, single-unit trucks. _ _- 
Tractor-truck and semitrailer___. 
Truck and trailer 

Average, truck combinations _ - 
Average, all trucks and combina- | 


United States average: 
2-axle, 4-tire 
2-axle, 6-tire 


Average, single-unit trucks. __- 
Tractor-truck and semitrailer. -_- 
Truck and trailer_-__- 

Average, truck combinations - 
Average, all trucks and com bina- 











| 


10 per- | 20 a 30 per-| 
cent cent cent 


ti 




















1 Less than 5 per 10,000. 
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Number per 1,000 overloaded 
Nuniber more than — 

Region and type of vehicle (panel per 1,000 
and pick-up trucks excluded) over- 
loaded 10 per- | 20 per- 

cent cent 








New England: 


3-axle 
Average, single-unit trucks - - ---- 
Tractor-truck and semitrailer_-----| 
Truck and trailer 
Average. truck combinations- - --_| 





n 
Middle Atlantic: 
2-axle, 4-tire 
2-axle, 6-tire ve: 
ESS eee 4 
Average, single-unit trucks - - - --- 
Tractor-truck and semitrailer 
Truck and trailer 
Average, truck combinations.- - -- 
Average, all trucks and combina- 
South Atlantic: 
2-axle, 4-tire 
2-axle, 6-tire 





Average, single-unit trucks - - -_- 
Tractor-truck and semitrailer 
Truck and trailer eb 

Average, truck combinations. - _- 
Average, all trucks and combina- 

tions__- ; 

East North Central: 


2-axle, 6-tire 3 
See eee eee : 

Average, single-unit trucks - - -.-- 
Tractor-truck and semitrailer 
Truck and trailer 

Average, truck combinations. - --| 
Average, all trucks and combina- 

| 

East South Central: 
2-axle, 4-tire 
2-axle, 6-tire 
3-axle__ 

Average, single-unit trucks---..-- 
Tractor-truck and semitrailer_- -__- 
Track and trafier.................. 

Average, truck combinations- - -- 
Average, all trucks and combina- 

tions_____-- 

West North Central: 





Average, single-unit trucks---___- 
Tractor-truck and semitrailer 
Trier and tréiler..............-.<... 

Average, truck combinations. - -- 
Average, all trucks and combina- 

tions 

West South Central: 


Average, all single-unit trucks _- 
Tractor-truck and semitrailer__-- 
cy Uf eee 

Average, truck combinations. -_- 
Average, all trucks and combina- 

ES 

Mountain: 
2-axle, 4-tire 
2-axle, 6-tire 
3-axle 

Average, all single-unit trucks__- 
Tractor-truck and semitrailer______| 
Truck and trailer-......-......- ete 

Average, truck combinations. - -_| 
Average, all trucks and combina- 

See ae Ce Sonera 

Pacific: 
2-axle, 4-tire 
2-axle, 6-tire 
3-axle : 

Average, single-unit trucks - - -_- 
Tractor-truck and semitrailer 
Truck and trailer 

Average, truck combinations. - -_| 
Average, all trucks and combina- | 

RE a See eee 

United States average: 
eS eee 
DI NNG . o icnc cess usecsabnaes 





Average, single-unit trucks-- --__- 
Tractor-truck and semitrailer 
Truck and trailer 

Average, truck combinations. - -- 
Average, all trucks and combina- 

PEE scnwcid so bvetantos ooeeadeden 


























1 Less than 5 per 10,000. 
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Table 10.—Number of trucks and truck combinations, per 1,000 Table 11.—Number of trucks and truck combinations, per 1,000 















































loaded and empty vehicles, that exceeded the permissible axle- loaded and empty vehicles, that exceeded the permissible 
group loads recommended by the A. A. S. H. O. by various per- motor-vehicle loads recommended by the A. A. S. H. O. by 
centages of overload, in the summer of 1948 various percentages (maximum) of overload, summer of 1948 
Number per _ overloaded Number per —_ overloaded 
Number more than — Number more than — 
: se per 1,000 Region and type of vehicle (panel per 1,000 
ner cane over- 50 and pick-up trucks excluded) over- 50 
Pp loaded | 5 per- |10 per- | 20 per-| 30 per- per- loaded | 5 per- |10 per- | 20 per-| 30 per- per- 
cent | cent | cent | cent cent cent | cent | cent | cent cent 
eV 
New England: New England: 

See eee eae — ae wing ant ea oe a eees alee nies slat tae ae a 
Oe eee od 1 1 (‘) oie he as SGtm; O00 .........-..--<52.5.5. 45 39 30 16 8 2 
Se eae 84 74 55 17 3 _ Oe rams 99 77 59 17 3 =e 

Average, single-unit trucks _- _--_- 2 2 1 (4 (') = Average, single-unit trucks -- 25 21 17 8 1 
Rene pl poe ng semitrailer__-_-- 66 46 26 9 3 (‘) tet age o= a semitrailer___- 285 240 196 109 56 8 
rack anc traiior...._............. = ine we one ice a Truck and traiier................ zo ” ee — eae a 
Average, truck combinations. - -- 66 46 26 9 3 (4) Average, truck combinations-.-- 285 240 196 109 56 8 
A. all trucks and combina- m - ‘ . , @) Average, all trucks and combina- “i F 
AS ES Be eee De ae ene 80 68 55 30 é 
Middle Atlantic: Middle Atlantic: 

oc cis cree nawnd — ao — os p<- ae SP EI rans aasceeocecus es = ae ene — om 
PUENUI oo sco occnace 5 1 ~~ na --- ‘ 2 ee ae 78 67 58 38 26 6 
3-axle____-- eee Sea Nee ena 154 136 98 59 47 30 EE GE Rp eee 169 159 139 59 47 30 

Average, single-unit trucks. eae oe 8 5 3 2 L 1 Average, single-unit trucks_-__- 53 46 40 25 17 § 
Ce ag — semitrailer__.._| 201 150 112 60 37 8 Ea gt yt and semitrailer_-_.- 433 404 362 256 138 42 
ruck and trailer _______---_- aes mee == ae ei --- ee Truck and trailer__.............. - ‘ ‘ a ie ae 
Average, truck combinations..._| 200 149 | 111 60 37 8 Average, truck combinations...|_ 431 402 | 360 | 255 | 137 | 42 
Average, all trucks and combina- 5 Average, all trucks and tombina- 
cis a. i AE NE 55 40 30 16 11 3 ‘ . OY CIRO, Reed eae 146 134 119 82 47 14 
outh Atlantic: South Atlantic: 

RN I oc ee women — aes —— a --- =* Ns on eee we : a ie re. é ae — 
Re IRS eg cohen ceed ae Gis ee = ae = ME NN soos sok euwaccanean 12 9 8 3 1 (4) 
3-axle__._-.- eee ee Econ 83 58 36 21 9 | -- GRO. eco ao paca an pemuresaps | 108 84 58 27 1 2 

Average, single- unit trucks____-- 2 1 1 (1) (") = Average, single-unit trucks. --- 8 6 5 2 1 (‘) 
Sowa ape oy = semitrailer__---- 45 31 22 11 7 1 feed yl? yr and semitrailer_-_- 245 184 128 59 25 3 
| ruck and trailer_____- Mate tet es ae oe -- --- -:- --= -- Truck and trailer. _.__.__- ee ie os sae os — ee 
| Average, truck combinations....) 45 31 ce ul 7 1 Average, truck combinations...| 244 184 | 128 59 25 3 
| —- all trucks and combina- “ > : ¢ 2 | Average, all trucks and combina- 
__._ 2 Se ee - Eee eas 71 54 38 17 7 1 
East sg 7 Sagal East North Central: 

SS peer ace an mars wen ann --- ab J OS Se eee . < Ga i ae 
a wee ae oan en --- ee ee eee eee 10 8 4 1 (‘) =e 
aa ae eee ae eee 30 13 a =e --- a eee ecg Riya 30 13 13 pie ane Sea 

Average, single-unit trucks ---_-- 1 (!) ais ->- --- _ Average, single-unit trucks - - -- 7 4 3 1 (*) ae 
Tractor-truck and semitrailer_.....| 103 76 55 26 11 2 Tractor-truck and semitrailer__..| 196 149 100 44 17 4 
Truck and trailer__--.-..-.-------- 763 684 633 361 205 68 Truck and trailer__..............] 821 739 637 400 209 68 
Average, truck combinations - - -- 128 99 77 39 18 4 Average, truck combinations_..| 220 171 120 57 24 6 
Average, all trucks and combina- me e Average, all trucks and combina- 
ae ns Se ee ES 49 37 29 15 i 1 — tons rn ee 87 67 47 22 9 2 
entral: tast South Central: 
ee k,n ara see a met Sin SF a 2-axle, 4-tire.___- 23 
ein, Wate c= <soncactcccczcle — = = ee = “= a... “93 15'| 9 “ig () x 
3-axle-. ....- Ee ee 17 17 17 7 | --- - $-axle__-...-.<. eee aera ress Var 40 40 ae us 
Average, single-unit trucks _____- (1) (1) (4) > --> es Average, single-unit trucks ___ 13 9 5 2 (‘) me 
Fae ply et sag semitrailer _ -_ _- 34 19 12 7 3 a ee and semitrailer___- 172 131 91 46 20 4 
—" seins -=- --- --- --> -- -- Truck and trailer - yee a a Le = ze oe 
Average, truck combinations ---- 34 19 12 7 3 ve Average, truck combinations...|__ 172 131 91 46 20 4 
a trucks and combina- . ‘ P , 1 ao. peo hpaneeesnadl , 
ooa-- 22-2 ------------------ -- St Ree eee 44 33 22 11 4 
West North Central: West North Central: 
ae a SE ee --- --- --- --- --- -- PAs PeOe. 2... seve ks 1 oz en i ae se 
i ERRORS a RNS ra aes. xa sae ae <8 — i Paxioe, 6-tife............... ae 5 1 1 1 
3-axle__.--.- ee ae 12 12 --- --- --- -- Heo sche TREE EIS 15 3 a sia ” i 

a. single-unit trucks..--.-|  (') (1) -~- “—. o 7 Average, single-unit trucks__-- 3 1 1 (1) (!) (1) 

Ee pty ree semitrailer_____- 109 73 45 12 (1) ee ~ semitrailer_...| 209 140 82 27 10 2 

b or ..--.- eee nmasnece= ~~~ -=- ==> -: ety “+ Truck and trailer___________ ee 7 ee - oe = Ee 

Average, truck combinations. ...| 105 70 43 12 4 (4) Average, truck combinations 202 135 79 26 10 2 

Av —=. all trucks and combina- ™ * 10 3 1 (1) Average, all trucks and combina- (') 
? HONS. ----.--~------------------ \ tions ee SS 47 31 18 6 2 

West South Central: West South Central: | 

—_ jy enoewna--=2-e~ a= -+ = === 11 8 8 | --- | --- -- Qaxle, 4-tire............-- Pies a | 8 Bl voce Uh es a ee 

I ae as a sete ie ae 6 Bet 9-axle. 6-tire R $ oe 
yo 6 loalolaloalé Seren) a | a | | ow | 

Av , Single- __ Means erage, si >-1Ni -_ q 1 1 

eactortrack and semitraier..--| ‘| 3 | 9 | Ge | 6 | G ee | wk | | 2) | lo 

Truck and trailer___-_----------_-- 49 49 49 49 39 | 39 Truck and trailer... opie tee 49 49 49 39 | 39 

» gg Syme — -- - 41 33 26 15 4 4 Average, truck combinations_..|__ 147 114 77 40 16 5 
+ bag all trucks and combina- rl 9 > 4 2 1 Average, all trucks and combina- ‘ , 

eee ese a hen nes eam a mama ee co SE aS TE Tee een 41 32 22 11 
———— ie Mountain: 

PR INO oa wisinecn ack cnseneeseee= — --- --- --- --- a= axle, 4-tire.___ + ? : 
IAN or ce miscvcw cen cncene ae pee per geo eae ee wa. -* | Bi Bt St “et: 
= a inele-unit truck hore he Gy a ay Lore) Sie ik 3-axle._- - Bee poet ere 15 8 4 4 - 2 

verage, single-unit trucks_-___- am a ; verage. single-unit trucks ___ “s ie 

Tractor-truck and semitrailer_..._- 119 ss | 62 | 24 | 13 | @ es: ey se gard a oil : : is 
Pace annik tonlier 293 143 104 36 ll 5 Pasig We — semitrailer___- 163 129 94 42 18 : 

calphpahot ty ahaha + pietegctaiaiate , wie : ruck and trailer_..............- 232 157 110 48 25 f 

A a Se. --- 136 97 69 26 13 1 Average, truck combinations_._|_ 174 134 7 43 19 3 

4 — all trucks and combina- 95 18 13 5 2 (1) Average, all trucks and combina- 
Pacific: NS...--.--------------------- . en eaecnace see ea nie = 40 30 21 10 4 1 
: 4 acific: 
ee es eee ee Poe ave — cats ue ee Racks 2 thee 
| eeeeeninetsaars: oe Ps ee roe eee Fe ga ae a 1S) ST SST S 
Saxle ee ee pea nnnnns 1 ‘ 2 ' : --- | --- | -- SS SRS EG ARR 19 5 fi a 
Average, single-unit trucks. ___-- 1 1) ae Wes si pig Seg Reet ga ~ P ‘ iy (i) Se 
Tractor-truck and semitrailer_____ 14g | 105 | 67 | 22 | ii | -- seeeeerooee---| oF tat at Se 
‘Truck and trafter.................. 233 149 80 ll 2 -- Truck and Grafiny oacenicaaieiats 320 182 87 11 2 ac 
Average, truck combinations....| 175 119 ie 19 *| - Average, truck combinations.._|__ 225 144 81 23 is (ee 
Average, all trucks and combina- Average, all trucks and bing 
petra ersdmaapibae papal 63 42 25 - 3 Pes J - age , all trucks and combina- | “< ‘a - ‘ ‘ 
United States average: United States average: SSS ; ‘ ; oz 
2-axle, EEE Pye oe (1) (‘) (1) --- --- -- acta. 4-tire ? f 1 1 1 
WMC WINGS 6 coco sn enecdcn beocens (!) (1) (Q) --- --- -- Qaxle, 6-tire.._. i SQreice tas 22 17 14 “"g 8 “- 
ee eo 53 41 27 15 11 6 sr ag earner LOST CPT ES 63 51 41 17 11 6 
Average, single-unit trucks -- ---- 1 1 1 (‘) (1) (‘) ” Average, singles ae deer tata f 1 
. bet = Average, single-unit trucks-- -- 13 10 8 5 3 1 
Tractor-truck and semitrailer _-_--_-- 7 70 49 22 11 2 Tr: ie aid eamnierel 3 8 
) paar pie st og agaageaaeealiabataae 272 198 143 58 29 11 Practor-truck and s¢ mitrailer___- 226 178 131 70 3 
‘Average, truck combinations 109 78 55 24 12 3 Truck and trailer____- a 336 228 149 64 31 11 
Average atl tenia and Gomibinas Average, truck combinations. -- 233 181 132 69 32 7 
nations 30 22 16 7 3 1 Average, all trucks and combina- 
Seven Sad eae aRe FASee, tions ft 1 OR IEER TIE 73 56 42 23 ll 3 






































1 
Less than 5 per 10,000. 1 Less than 5 per 10,000. 
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Trends in Motor-Vehicle Travel, 1948 


BY THE FINANCIAL AND ADMINISTRATIVE RESEARCH BRANCH 


BUREAU OF PUBLIC ROADS 


HIS article is the fourth of an annual series 

in Pustic Roaps! giving classified esti- 
mates of motor-vehicle travel in the United 
States. The procedures used in making these 
estimates were the same as those described 
in the previous reports, the principal factors 
controlling the calculations being (1) the 
annual estimates of rural-road traffic described 
in another article in this issue of PuBLic 
Roaps; (2) the annual reports of highway use 
of motor fuel; and (3) reported motor-vehicle 
registrations. As in the previous calculations, 
the 1948 estimates were based on indicated 
changes from a previous year, the year 1947 
being used as the base year in this instance. 

Table 1 reports, for the various classes of 
motor vehicles, the estimates for 1948 of 
rural, urban, and total vehicle-miles traveled, 
average miles traveled per vehicle, motor-fuel 
consumption, in total and per vehicle, and 
average travel per gallon of motor fuel con- 
sumed. The numbers of registered motor 
vehicles, as modified for the purpose of these 
estimates, are also given. 

The total travel of motor vehicles in 1948 
is estimated as 397,589 million vehicle-miles, 
of which 198,507 million were traveled on 
rural highways, and 199,082 million on urban 
highways and streets. The total travel of 
passenger cars was 319,459 million vehicle- 


1 Trends in motor-vehicle travel, 1936 to 1945, PuBLIC ROADS, 
vol. 24, No. 10, Oct.-Nov.-Dec. 1946; Trends in motor-vehicle 
travel, 1946, PUBLIC Roaps, vol. 25, No. 3, March 1948; Trends 
in motor-vehicle travel, 1947, Puptic Roaps, vol. 25, No. 7, 
March 1949. 


Reported by G. P. St. CLAIR, Chief of Branci: 


Total motor-vehicle travel in 1948 is estimated as more than 397 billion vehicle- 
miles, about evenly divided between rural highways and urban roads and streets. 
Passenger cars accounted for 319 billion vehicle-miles of the total, busses 4 


billion, and trucks and combinations 74 billion. 


Except for .urban travel of 


busses, estimated travel in 1948 was greater than in 1947 for every category, 
although in all cases the increases were smaller than those from 1946 to 1947. 
As in the previous year, truck travel in 1948 increased at about twice the rate of 


passenger-vehicle travel. 


The average vehicle in 1948 traveled 9,707 miles, using 741 gallons of motor fuel 


at a rate of 13 miles per gallon. 


Annual average passenger-car travel continued 


to decrease from the 1946 peak, while average truck-mileage, though maintain- 
ing a steady rise, was still below the 1941 maximum. 
Total travel has been very nearly equally divided between rural highways and 


urban roads and streets since the end of the war. 


As indicated in this article, 


the ratios of rural to urban travel for the past 3 years vary in a range of less than 


2 percent. 


miles, of which the travel on.rural roads was 
151,275 million and the urban travel 168,184 
million. The estimated travel of trucks and 
combinations, 73,847 million vehicle-miles, 
included 45,096 million traveled on rural 
roads, and 28,751 million on urban roads and 
streets. 


Percentage Changes in Annual Travel 


Table 2 gives, for the major vehicle types, 
a comparison of the percentage changes in 
1948 travel over that of 1947, with the corre- 
sponding changes in 1947 travel over that of 
1946. Estimated travel in 1948 was greater 
than in 1947 in all categories except the urban 
travel of busses, which suffered a slight loss. 
The percentage increases over 1947, however, 
were somewhat less in most cases than those 
of 1947 over 1946. The increase in passenger- 
car travel was 6.39 percent, in contrast to a 


1947 increase of 7.07 percent. Travel of 
trucks and combinations increased by 11.74 
percent, as against an increase of 17.71 percent 
in 1947. The increase in total travel was 
reduced from 8.80 percent in 1947 to 7.28 in 
1948. 


The increase in the estimated travel of 
trucks and combinations, 11.74 percent, was 
nearly twice that found in the case of passenger 
cars. This finding, which continues a trend 
displayed in the 1947 estimates, is attributable 
in part to the fact that the numbers of truck 
registrations have been increasing more rapidly 
than those of passenger cars. In 1948 the 
registrations of trucks and combinations were 
11 percent greater than in 1947, whereas 
passenger-car registrations increased only 8 
percent. 

The estimates of urban travel of both pas- 
senger cars and trucks show a greater increase 


Table 1.—Classified estimate of motor-vehicle travel in the United States in the calendar year 1948 





Vehicle type 





Passenger vehicles: 
Passenger cars 3 


Busses: 


Commercial at eet 
School and nonrevenue. __- 


Trucks and combinations 


All motor vehicles 





SRS cgidissctcetilteutinen 


All passenger vehicles..........___._- 


Motor-vehicle travel 
fs | Number of | 





| Rural travel | Urban travel} T otal travel| vehicles ' 
| } 


Average 
| | registered travel per | 
vehicle 


Motor-fuel consumption Average 
travel per 
gallon of 
fuel con- 
sumed 





Average per 


| Total? | vehicle 





Million Million | 
vehicle- vehicle- | 
miles miles Thousands | 


vehicle- | 
168, 184 319,459 | 33,394 
| 
| 


miles 
151, 275 


Million | 
| 


3, 548 


| 2, 074 
73 735 


92 | 


Miles 
9, 566 


92 | 38,500 
8,000 | 71 «| 769 


} 
Million 


gallons Gallons 
21, 369 640 





| 709 | 7,700 





2, 136 


2, 147 


4, 283 184 


153,411 | 
| 


170, 331 323, 742 33, 578 


45, 096 28, 751 73, 847 


7, 379 


198, 507 199, 082 397,589 | 40,957 





23, 268 
9, 642 
10, 008 
9, 707 


780 4, 239 
22,149 | 660 
| 
1, 110 


30, 338 | 741 


8, 189 9.02 


13.11 











1 These registration totals differ from those given in Bureau of Public Roads table MV-1 
for 1948 because of the following adjustments: (1) Approximate correction for defective classi- 
fication in 3 States, as described in footnotes 9, 10, and 13 of that table; (2) inclusion of pub- 
licly owned vehicles, listed separately in table MV-1; (3) reduction of private and commer- 
cial truck registrations by 2.5 percent to allow for registrations in more than 1 State; and (4) 
substitution of bus totals as estimated by the bus industry to afford a complete segregation 
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more than 1 State. 
lic Roads table G-21. 


3 Including taxicabs. 


of commercial busses from school and nonrevenue busses and to allow for registrations in 


2 Total highway use of motor fuel in 1948 is given as 30,461 million gallons in Bureau of Pub- 
For this analysis there was deducted from that total 123 million gal- 
lons estimated use by motorcycles (250 gallons per motorcycle). 
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fable 2.—Percentage changes in motor-vehicle travel, 1948 over 1947, compared with 
corresponding changes, 1947 over 1946 





Percentage change in travel— 





Vehicle type 


1948 over 1947 1947 over 1946 























Rural | Urban Total Rural Urban Total 

SNE NR oo Des ec a Se a cw eben 5.30 | 7. 38 | 6. 39 7. 20 6.95 7. 07 
ES ee Se eee een 1. 67 —.14 «| 75 5.10 4.72 4.91 
All passenger vehicles____.____....____._-- 5.25 | 7. 28 6.31 7.30 6. 92 7.04 
Trucks and combinations. ---.............----- 10.61 | 13.56 | 11.74 17. 86 17. 47 17.71 
Wear Meee Wereewee: «oss oe ene 6. 42 8.15 | aa 9. 34 8. 26 8. 80 








over 1947 values than do those of travel on 
rural roads. This finding is a reversal of the 
relationships displayed by the 1947 estimates. 

Table 3 gives values of the estimated rural, 
urban, and total travel volumes in the years 
1941 through 1948. With respect to total 
travel, there are also given values of the ratio 
of the volume in each year to the 1941 volume, 
and the ratio to the volume in the preceding 
year. It will be observed that, after a re- 
covery in 1946 to a value slightly above that 
of 1941, there has been a steady rise in the 
volume of total travel to a level in 1948 that 
was 19 percent above that of 1941. The travel 
estimates of recent years are indicative of a 
firm upward trend, with some tendency for 
the values to round over toward a position 
of stability which would appear to be far in 
the future. 


Average Annual Mileages 


Figure 1 gives a comparison of trends in 
the average miles per vehicle traveled by 
passenger cars and by trucks and combina- 
tions in the years 1936 to 1948, inclusive. 
It will be noted that the average mileage of 
passenger cars, after recovering from the war- 
time decline to a maximum of 9,942 miles 
in 1946, declined in 1947 to 9,727 miles, and 
again in 1948 to 9,566 miles. The average 
mileage of trucks and combinations, on the 
other hand, has been rising steadily from its 
low value in 1944, although the 1948 value is 
still well below that of 1941. 

In the discussion of the 1947 estimates,! the 
observed decrease in the average annual mile- 


1 Trends in motor-vehicle travel, 1947, PURLIC ROADS, Vol. 25, 
No. 7, March 1949, p. 157. 


age of passenger cars was attributed to the 
fact that the acute postwar shortage of auto- 
mobiles caused those in service to be driven 
greater annual mileages than would have been 
the case had passenger cars been in full supply. 
As production increased and the demand for 
new cars was partly satisfied, there was a 
tendency for the average mileage driven to 
diminish. It was stated that “It is not un- 
likely that the trend toward somewhat de- 
creased average annual mileage of passenger 
cars will continue for a year or two as a result 
of the greatly increased production of these 
vehicles.”” The 1948 estimate of 9,566 miles 
per passenger car tends to confirm this 
prediction. 

The average mileages of trucks show a 
more normal trend than those of passenger 
cars, probably because the shortage in these 
vehicles was not as acute in relation to the 
demand as in the case of passenger cars. The 
failure of the average mileages of trucks and 
combinations to reach their prewar levels may 
reasonably be attributed to the fact, previously 
cited, that there has been an enormous increase 
in truck registrations during the postwar years, 
with the result that the large volume of in- 
creased trucking business can be carried at 
an average mileage per vehicle lower than 
that of the prewar years. Truck registrations 
in 1948 were more than 44 percent above 
those of 1941. Passenger-car registrations, on 
the other hand, were only about 12% percent 
above their 1941 level. 

As would be expected from the showing of 
passenger cars and trucks, the average annual 
mileages for all motor vehicles combined show 
a moderate decline, the successive values being 
9,958 in 1946, 9,831 in 1947, and 9,707 in 1948. 


Table 3.—Comparison of estimates of rural, urban, and total 
travel in the years 1941-48 




















Total travel 
Rural Urb peed nei: " «4 ie, 
ro, ura rban of rura : 
Year travel travel to urban Ratio to oy hag 
travel Amount 1941 aos 
total preceding 
year 
Million Million Million 
vehicle- vehicle- vehicle- 
miles miles miles 
1941 169, 805 163, 591 1.0380 333, 396 1. 0000 11,1034 
1942 128, 861 138, 235 . 9322 267, 096 . 8011 . 8011 
1943 97, 757 108, 990 . 8969 206, 747 . 6201 . 7741 
1944 100, 830 110, 750 . 9104 211, 580 . 6346 1, 0234 
1945 119, 183 129, 743 . 9186 248, 926 . 7466 1, 1765 
1946 170, 606 170, 049 1.0033 340, 655 1.0218 1, 3685 
1947 186, 534 184, 088 1.0133 370, 622 1.1117 1. 0880 
1948 198, 507 199, 082 . 9971 397, 589 1.1925 1.0728 
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1 The estimated total travel in 1940 was 302,143 million vehicle-miles, 
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Figure 1.—Comparison of trends in the 
annual average miles per vehicle traveled 
by passenger cars and by trucks and com- 
binations. 


Relative Changes in Rural and Urban 
Travel 


The fourth column of table 3 gives, for each 
year beginning with 1941, the ratio of total 
rural travel to total urban travel. In 1941, 
the volume of rural travel exceeded that of 
urban travel by 3.8 percent. The heavy 
restrictions on the use of vehicles and gas- 
oline during the war period caused this ratio 
to decline to a value slightly under 0.9 in 
1943. In 1946, the ratio of rural to urban 
travel crossed the line again at the value 1.0033. 
The 1947 value of 1.0133 seemed to indicate 
that the trend would be toward recovery of 
the prewar position, where the volume of rural 
travel was definitely greater than that of urban 
travel, although by only a small percentage. 
The 1948 estimates have resulted in a reduc- 
tion of the ratio.to the value 0.9971. In com- 
paring these ratios, it will be noted that the 
1946, 1947, and 1948 values vary within a 
range of less than 2 percent. 


Pertinent factors 


In table 4 there are given values for the years 
1947 and 1948 of various pertinent factors 
which go far to explain why the vehicle-mile 
estimates caused the estimated urban travel to 
be slightly greater than that of rural travel in 
1948. In the first two lines of the table, it is 
shown that, whereas the estimated travel on 
rural roads in 1948 was only 6.42 percent above 
the 1947 value, the highway use of motor fuel, 
as given by Public Roads table G—21, 1948, 
exceeded the 1947 value by 7.96 percent. In 
other words, motor-fuel use increased more 
rapidly in 1948 than did rural-road traffic. It 
is natural to conclude, therefore, that, unless 
there was some drastic change in miles-per- 
gallon relationships, urban travel must have 
increased in greater proportion than rural 
travel in order to absorb the increased use of 
gasoline. 

It should be noted that the various factors 
listed in table 4 are independent of the pro- 
cedures used in making the estimates of total 
travel and urban travel. They are derived 
from the rural traffic estimates, which are 
accepted unchanged, and from the annual 
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Table 4.—Comparison, for the years 1947 and 1948, of various factors relating to travel on 
rural roads, motor-fuel consumption, and motor-vehicle registrations ! 











Percent- 
Item 1947 1948 age, 1948 
of 1947 
For all vehicles: 
Highway use of motor fuel ?__._._...........-.--.---- thousand gallons__| 28, 215, 705 30, 460, 641 107. 96 
Ee million vehicle-miles__. 186, 198, 507 106. 42 
O_O TR TS 37, 841, 498 41, 151, 326 108. 75 
Rural-road travel per registered vehicle__.....c............._-_-- miles__ 4, 929 4, 824 97. 87 
Motor-fuel consumption per registered vehicle__............_-- gallons-_. 745.6 740.2 99. 28 
For passenger vehicles: 

0 ET million vehicle-miles 145, 763 153, 411 105. 25 
ee eae 31, 032, 807 33, 595, 996 108. 26 
PEPTYC IEE WOUIIIIIO So oon ion enceieccniccncnciccess-ccnnacnsns 4, 697 4, 566 97.21 

For trucks and combinations: 
i a acini aiteid million vehicle-miles_. 40, 771 45, 096 110. 61 
Truck and tractor-truck registrations 3___......_........-..-.----------- 6, 808, 691 7, 555, 330 110. 97 
pO EE ee 5, 988 5, 969 99. 68 

















1 None of the values given in this table are dependent on approximations used in making the vehicle-mile estimates. 
They are derived from the rural-road travel estimates (based largely on automatic recorder data), and from the annual sta- 


tistical tables published by the Bureau of Public R 


oads, 
2 From Bureau of Public Roads table G-21. 


motor-vehicle registration and gasoline-con- 
sumption tables. 

Table 4 also gives the numbers of motor- 
vehicle registrations in 1947 and 1948, and by 
the use of these figures indicates the amount of 
rural-road traffic in miles per registered motor 
vehicle, and the motor-fuel consumption in 
gallons per registered vehicle. Similar calcu- 
lations are carried out for the rural-road traffic 
of passenger vehicles and of trucks and com- 
binations. Although not all motor vehicles 


3 From Bureau of Public Roads tables MV-1 and MV-7. 


appear on rural roads, the use of the total 
registration figures give highly indicative 
averages. It will be observed that the rural- 
road travel per registered motor vehicle was 
less in 1948 than in 1947, the 1948 value being 
97.87 percent of the 1947 value. Motor-fuel 
consumption per registered vehicle was very 
slightly less in 1948 than in 1947, the percent- 
age being 99.28. These figures tend to con- 
firm the estimate of a decreased annual mileage 
of motor vehicles in 1948, but they also show 





why the estimates of urban travel had 
indicate a relatively greater increase in 19: 
than the estimates of rural travel. It was, 
effect, a question of absorbing gasoline coi 
sumption not accounted for by rural travel. 

Similar indications are given by the calcul: 
tions with respect to passenger vehicles an | 
trucks and combinations in the lower portion « ’ 
table 4. The rural-road travel of passeng: 
vehicles in terms of miles per vehicle was i 
1948 orly 97.21 percent of its 1947 value. | 
the case of trucks and combinations the 194 
and 1948 values are much closer, the percen‘ 
age being 99.68. Comparison of the passer 
ger-car and truck figures tends to confirm th: 
finding that the travel of trucks and combina 
tions is increasing at a more rapid rate thay 
the travel of passenger cars. 


More data needed 


The data given in table 4 have been in- 
cluded to make it plain that the variation from 
year to year in the ratios of rural and urban 
traffic volumes results from the findings with 
respect to rural-road traffic volumes, reported 
motor-fuel consumption, and reported motor- 
vehicle registrations. The difficulty exper- 
ienced in this connection is illustrative of the 
fact that a more comprehensive accumulation 
of data is needed in order to increase the ac- 
curacy of annual estimates of motor-vebicle 
travel. 





State governments for adoption. This policy 
recommends that no axle shall carry a load 
in excess of 18,000 pounds and no group of 
axles shall carry a load in excess of amounts 
specified in a table of permissible weights 
based on the distance between the extremes 
of any group of axles. 

In table 9 is shown the number of axles per 
1,000 vehicles of various types that exceeded 
the axle-load limit of 18,000 pounds recom- 
mended by the A.A.S.H.O. and the number 
exceeding these limits by various percentages. 
This table emphasizes again the high frequency 
of heavy axle loads in the Middle Atlantic 
and New England regions. The number of 
axles, per 1,000 vehicles, weighing more than 
the recommended limits was 32 in the Moun- 
tain, 35 in the Pacific, 205 in the Middle 
Atlantic, and 112 in the New England region. 
For truck combinations, corresponding figures 
are: Mountain 131, Pacific 85, Middle Atlantic 
669, and New England 432. 

Eliminating the empty vehicles (which are 
included in table 9), there were in the Middle 
Atlantic region almost six axle loads in excess 
of the recommended limit for each five loaded 
truck combinations, while in the New England 
region the corresponding figures were about 
three excessive axle loads for each five truck 
combinations. 

In considering the data concerning fre- 


5 Policy concerning maximum dimensions, weights, and 
speeds of motor vehicles to be operated over the highways of the 
United States, adopted April 1, 1946, by the American Asso- 
ciation of State Highway Officials; published by the Asso- 
ciation in 1946. 


(Continued from page 293) 


quency of axles carrying over 18,000 pounds 
in the Middle Atlantic and New England 
regions, the fact should be recognized that 
higher limits generally are permissible in this 
area and therefore the axles exceeding the 
recommended limits by 25 percent may be 
within the legal limits of certain States in 
these two regions. Comparison of the fre- 
quency data given in table 9 with those in 
table 8 shows that, in these two regions, of 
each three vehicles exceeding the recom- 
mended axle limit, one vehicle actually ex- 
ceeded a State legal limit. 


For the United States as a whole, the fre- 
quency of 18,000-pound or heavier axle loads 
of all trucks and truck combinations in 1948 
was almost 29 percent higher than in 1947, 
while the frequency of those axle loads that 
exceeded the recommendation by 20 percent 
or more was over 50 percent higher. 

Table 10 shows the number of vehicles per 
1,000 vehicles of various types with an axle- 
group load in excess of the limits recommended 
by the American Association of State Highway 
Officials, and in excess of these limits by 
various percentages. For the country as a 
whole, of each 1,000 loaded and empty trucks 
and truck combinations, 30 had axle-group 
loads weighing in excess of the recommended 
limits, 7 of which exceeded the limits by more 
than 20 percent. It was the truck combina- 
tions which produced most of the high load 
concentrations. Of each 1,000 combinations 
weighed in the United States as a whole, 109 
had axle-group loads weighing more than the 


recommended limits, of which 24 exceeded the 
limits by more than 20 percent. 

For the United States as a whole, the fre- 
quency of axle-group loads of all trucks and 
truck combinations in excess of the recom- 
mendations was 20 percent higher in 1948 
than in the previous year, while loads 20 per- 
cent or more in excess of the recommendations 
were 40 percent higher. 

As might be expected, many vehicles were 
so loaded that they exceeded more than one 
recommended weight limit; and some vehicles 
had more than one axle loaded in excess of 
the recommended limit. Counting each vehi- 
cle only once, regardless of the number of ways 
in which it exceeded any of the recommended 
limits, table 11 was derived showing the num- 
ber of vehicles per 1,000 (both loaded and 
empty included) of each type that exceeded 
the limits by various percentages. Those ve- 
hicles which exceeded more than one provision 
of the recommended restrictions were tabula- 
ted in the column showing the highest percent- 
age excess of any item. 

In the United States as a whole, 73 vehicles 
out of every 1,000 were overloaded to some 
degree, according to American Association of 
State Highway Officials standards, and 23 out 
of every 1,000 exceeded some one of the pro- 
visions by more than 20 percent. The fre- 
quency of vehicles exceeding the recommenda- 
tions by any amount in 1948 was almost 24 
percent higher than in the previous year, and 
the frequency of those that exceeded the rec- 
ommendations by more than 20 percent was 
over 53 percent higher. 
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